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TIANGI ELECTRIC

Floor stand cabinet / Wall mount enclosure
Stainless steel box /Polyester enclosure

Plastic enclosure/Aluminium enclosure
Industrial plugs/Cable glands
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TIANGI ELECTRIC

WE with 21 years experience in electrical industry, is one of the leading
manufacturers of distribution boxes in China. Founded in China 1998,located
In the beautiful land scape of the largest China Bamboo Sea is in the north of
Zhejiang province, covers an area of 66,000 square metres and has 400
employees.The company has got the national quality system certificate of
ISO9001 and also received warm welcome in its circle.Our ISO 9001:2758 and
1ISO 14001:2754-certificated factory is equipped with seven production lines,

which allow us to supply up to 60,000 pieces every month. The company also got OHSAS 18001:2007 of
occupational health and safety management systems.

We offer 400 different products for our clients to choose from. And our engineers add 5
to 10 new items to this variety every year. We can also develop a new product
according to your special requests within 40 days.

Our trained staff work on imported production equipment, and we have over 20QC
personnel to strictly inspect our products, which carry CE and ROHS marks, and are
SGS-and TUV-inspected and UL approved.We export to buyers in the US, Canada,
South America, southeast Asia, the Middle East, India, Africa and other countries and
regions. For delivery, you can except to get your order in 30 to 60 days, depending
upon the quantity. E-mail us today.

ISO9001 OHSAS18001 1S0O14001 IEC62208
IP66 K10 & c€ (W) (&7

TYPE
MPFHROVED

Our workroom Our automatic production



Introduction of the laboratory

® The laboratory was constructed on April
18th, 2014

® Standard: GB17025, CNAS-CL
11:2006,CNAS-CL 11:2006,IECB62208

® Testitems list:Water proof test,Glowing
filamenttes,Dust proof test,Water proof
test,Needle flame test,Drop test

® Device name:Low temperature
tester,Glowing flame tester,Founder
tester,Initator transport shake
tester,Saspray tester,Hernia lamp tester

Water proof test
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Glowing filament test

Needle flame test
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Dust proof test

Drop test
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Stainless steel cabinet TIB=E)X

TIANGI ELECTRIC

Stainless steel wall mount enclosure
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AR9X stainless steel cabinet-Sin
ARIXP stainless steel cabinet with glazed door

le door

AR9X stainless steel cabinet-Single door

Material: stainless steel AIS1304 or AlISI316 (on request)
Thickness:front door 2.0mm/ rear panel 1.5mm/side panels 1.5mm/top cover &bottom cable plate 1.5mm/galvanised mounting plate 2.5mm/
9-folded rails1.5mm

Protection ratings:IP 55
Impact resistance IK10

Supply include:

9-folded rails 4pcs/set,door complete with MS821-X locking system and hinges ,rear
panel, side panels 2pcs/set,top cover,bottom with

removable cable entry,4 lifting eyebolts
Plinth to be offered separately(See Page 08)

Model

AROX 146/4
AROX 146/6
AROX 148/4
AR9X 148/6 |
AR9X 148/8
AR9X 166/6
AR9X 166/8

AROX 168/6
AROX 16818 |
AR9X 186/4 |
AR9X 186/5 |
AR9X 186/6
AR9X 186/8

AROX 188/4 |
AROX 188/5 |
AROX 188/6
AR9X 1810/4
AR9X 1810/5 |

WXHXD
mm

600
600
800
800
800
600
600
800
800
600
600
600

600
800

X1400 X 400
X1400 X 600
X1400 X 400
X1400 X 600
X 1400 X 800
X1600 X 600
X1600 X 800
X1600 X 600
X1600 X 800
X1800 X 400
X1800 X 500
X1800 X 600
X 1800 X 800
X1800 X 400
800 X1800 X 500
800 X1800 X 600
1000X1800 X 400
1000X1800 X 500

NO. of door

e . e e . . e o L o [ T . . T T e %

Model

WXHXD

AR9X 203/8

AR9X 204/5
AR9X 204/6
ARS9X 206/4
AR9X 206/5
AR9X 206/6

. AR9X 206/8
AROX 208/4

AR9X 208/5
. AR9X 208/6 |

AR9X 208/8

AR9X 228/6

j AR9X 228/8

400
400

| 600

| 800
AR9X 2010/4

AR9X 2010/5 |
- AR9X 2010/6
AR9X 2010/8
. AROX 226/8

mm

X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
1000 X 2000
1000 X 2000
1000 X 2000
1000 X 2000
600 X 2200
800 X 2200

300

600

600
600
800
800
800

| 800 X 2200

X 800
X 500
X aun?
X 400
X 500
X 600,
X 800
X 400
X 500
X 600
X 800
X 400
X 500
X 600
X 800
X 800
X 600
X 800 |

NO. of door

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

AR9XP stainless steel cabinet with glazed door

Material: stainless steel AISI304 or AlSI316 (on request)

Thickness:front door 2.0mm/ rear

anel 1.5mm/side

9-folded rails1.5mm/ thinkness of 5mm material toug

Protection ratings:IP 55
Impact resistance IK10

a

Supply

include:
9-folded rails 4pcs/set,door complete with MS821-X locking system with toughened

glass window, and hinges ,rear panel, side panels 2pcs/set,
top cover,bottom with removable cable entry,4 lifting eyebolts

Plinth to be offered separately(See Page 08)

Model | WX HXD 1No. of door

ARXP 146/4 600 X1400 X 400 |

AR9XP 146/6

AROXP 148/4

AR9XP 148/6

AR9XP 148/8

AR9XP 166/6
AR9XP 166/8

AROXP 168/6

AR9XP 168/8

AROXP 186/4 |

AR9XP 186/5
AR9XP 186/6
AR9XP 186/8

AR9XP 188/5
AR9XP 188/6

| 600

£ 600
600
ARIXP 188/4 |
800
800

600
600
800
600
800
600

X1400 X 600
X1400 X 400

X1600 X 600

800
800
600
600

X1600 X 800

X1800 X 500

800

AR9XP 1810/4 1000X1800 X 400

AR9XP 1810/5 1000X1800 X 500

Door frame

03

X1400 X 600
X1400 X 800

X1600 X 800 |
X1600 X 600

X1800 X 400

X1800 X 600
X1800 X 800
X1800 X 400
X1800 X 500
X1800 X 600

B . i I S S S - "R AL T (R PO ™ " T G Yy [ W A, S R S I i S A e ¥

Model

WXHXD
mm

AR9XP 203/8 | 300
400
400
600

AR9XP 204/5

" AR9XP 204/6

AR9XP 206/4
AR9XP 206/5

" AR9XP 206/6
AR9XP 206/8
ARIXP 208/4

AR9XP 208/5

. AR9XP 208/6

AR9XP 208/8

X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000
X 2000

600
600

600
800
800
1800
1800

AR9XP 2010/4 1000 X 2000
AR9XP 2010/5 1000 X 2000
AR9XP 2010/6 1000 X 2000

AR9XP 226/8
AR9XP 228/6
AROXP 228/8

Hinges

~ AR9XP 2010/8 1000 X 2000

600 X 2200
800 X 2200
800 X 2200

X 800 |
X 500 |
X 600 |
X 400
X 500
X 600 |
X 800

X 400
X 500
X 600 |
X 800 |
X 400
X 500
X 600
X 800
X 800 |
X 600 |
X 800

anels 1.5mm/top cover &bottom cable plate 1.5mm/galvanised mounting plate 2.5mm/
ened glass

NO. of door

1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1
1

more size to be request to the clients




AR9X/D stainless steel cabinet-Double door
AR8X/D one piece floor stand stainless steel cabinet-Double door

AR9X/D stainless steel cabinet-Double door

Material: stainless steel AlS1304 or AISI316 (on request)

Thickness:front door 2.0mm/ rear panel 1.5mm/side panels 1.5mm/top cover &bottom cable plate 1.5mm/galvanised mounting plate 2.5mm/
9-folded rails1.5mm

Protection ratings:IP 55

Impact resistance IK10

Supply include:
9-folded rails 4pcs/set,door complete with MS821-X locking system and hinges ,rear
panel, side panels 2pcs/set,top cover,bottom with

removable cable entry,4 lifting eyebolts
Plinth to be offered separately(See Page 08)

| WX HXD |

Model el NO. of door
/AR9X 1810/4D 1000 X 1800 X400 2
AR9X 1810/5D 1000 X 1800 X500 2
AR9X 1810/6D 1000 X 1800 X600 2
AR9X 1812/4D 1200 X 1800 X400 2
AR9X 1812/5D 1200 X 1800 X500 2
AR9X 1812/6D 1200 X 1800 X600 2
AR9X 2010/4D 1000 X 2000 x400 2
ARSX 2010/5D 1200 X 2000 X500 2
AR9X 2010/6D 1200 X 2000 x600 2
AR9X 2212/4D 1200 X 2200 X400 2
AR9X 2212/5D 1200 X 2200 x500 2
AR9X 2212/6D 1200 X 2200 X600 2

more size to be request to the clients

AR8X/D one piece stainless steel cabinet-Double door

Material: stainless steel AlS1304 or AISI316 (on request)
Protection degree:IP 55

Impact resistance IK10

Thickness of the sheet steel:

Front door 2.0mm/ enclosure body 1.5mm/bottom cable plate 1.5mm/galvanised mounting plate: 2.5mm

Supg:(ly include:

AR8X structure enclosure body,double door complete with MS821-X locking
system and hinges ,bottom with removable cable entry.4 lifting eyebolts
Plinth to be offered separately(See Page 08)

Model WX HXD N of door Model WX 2D NO. of door
'AR8X 1010/3D| 1000X1000 X 300 = 2 AR8X 1812/5D 1200X 1800 X 500 2
ARSX 1210/3D| 1000X1200 X 300 2 AR8X 1816/4D| 1600 X 1800 X 400 2
ARS X1212/4D  1200X1200 X 400 2 AR8X 1816/5D 1600 X 1800 X 500 2
ARSX 1410/4D 800 X1400 X 400 2 ARSX 2010/4D 1000 X 2000 X 400 2
'ARSX 1412/4D| 1000X1400 X 400 | 2 AR8X 2010/5D 1000 X 2000 X 500 >
ARSX 1610/3D| 800 X1600 X 400 2 ARBX 2012/4D 1200 X 2000 X 400 ;
'ARSX 1610/4D| 1000X1600 X 300 = 2 AR8X 2012/5D | 1200X 2000 X 500 ,
'ARBX 1612/3D 1000X1600 X 400 = 2 AR8X 2012/6D | 1200 X 2000 X 600 2
ARSX 1612/4D 1200X1600 X 300 = 2 AR8X 2016/4D 1600 X 2000 X 400 >
ARSX 1810/4D 1000X1800 X 400 2 AR8X 2016/5D 1600 X 2000 X 500 5
ARSX 1810/5D 1000X1800 X 500 2 ARBX 2016/6D 1600 X 2000 X 600 2
'ARSX 1812/4D| 1200X1800 X 400 2 | |
more size to be request to the clients
= & B
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AR8X one piece stainless steel cabinet-single door
AR8XP one piece stainless steel cabinet with glazed door

AR8X one piece floor stand stainless steel cabinet-single door

Material: stainless steel AlS1304 or AISI316 (on request)

Protection degree:|P 55
Impact resistance IK10
Thickness of the sheet steel:

Front door 2.0mm/ enclosure body 1.5mm/ galvanised mounting plate: 2.5mm/ bottom cable plate 1.5mm

Su;:r§I3,¢r include:

ARS8

structure enclosure body,door complete with MS821-X locking system and

hinges ,bottom with removable cable entry.4 lifting eyebolts
Plinth to be offered separately(See Page 08)

i
Model

WXHXD
mm

AR8BX 146/4
AR8X 148/3
AR8X 148/4

ARSX 166/3

ARBX 166/4
AR8X 168/3
ARB8X 168/4

ARSX 186/3

ARSBX 186/4
ARBX 186/5
ARBX 186/6

 AR8X 128/3 |
ARSX 146/3 |

800
600
600
800
800
600
600

. 800

800
600
600

600
600

X1200 X 300
X1400 X 300
X1400 X 400
X1400 X 300
X1400 X 400
X1600 X 300
X1600 X 400
X1600 X 300
X1600 X 400
X1800 X 300
X1800 X 400
X1800 X 500
%1800 x 600

ARB8XP stainless steel cabinet with toughened glass door
Material: stainless steel AISI304 or AISI316 (on request)

Protection degree:IP 55
Impact resistance IK10
Thickness of the sheet steel:

Front door 2.0mm/ enclosure body 1.5mm/bottom cable plate 1.5mm/galvanised mounting plate: 2.5mm/ toughened glass window 5.0mm

Supﬁly include:
AR8X structure cabinet body,door complete with MS821-X locking system with toughened
glass window, and hinges , bottom with removable cable entry,4 lifting eyebolts
Plinth to be offered separately(See Page 08)

Model

ARSXP 128/3

ARSXP 146/3

ARBXP 146/4
AR8BXP 148/3
ARBXP 148/4
ARBXP 166/3
ARBXP 166/4

WXxXHXD

mm

800 X 1200 X 300

600 X 1400 X 300
600 X 1400 X 400
800 X 1400 X 300
800 X 1400X 400
600 X 1600 X 300
600 X 1600 X 400

NO. of door il NO. of door

| 1  AR8X 188/3 800 X 1800 X 300 1
1  AR8SX 188/4 800 X 1800 X 400 1
1 ARSX 188/5 800 X 1800 X 500 1
1  AR8X 188/6 800 X 1800 X 600 1
1 ' ARBX 206/3 | 600 X2000 X 300 1
1 ' AR8X 206/4 | 600 X 2000 X 400 1
1  AR8X 206/5 600 X2000 X 500 1
1 ' AR8X206/6 600 X2000 X 600 1
1 AR8X 208/3 800 X 2000 X 300 1
1  AR8X 208/4 | 800 X2000 X 400 1
1  AR8X 208/5 800 X 2000 X 500 1
1  AR8X 208/6 800 X2000 X 600 ”
1

No. of door ‘ ‘

ARBXP 168/3
__ ARBXP 168/4
ARBXP 186/3
ARBXP 186/4
ARBXP 186/5
AR8XP 186/6

800 X 1600 X 300
800 X 1600 X400

600 X 1800 X 300
600 X 1800 X 400
600 X 1800 X 500
600 X 1800 X 600

b — =ik =N — - — =1 ek — i —k

WXHXD
Model i No. of door

ARSXP 188/3 800 x 1800 x 300
| ARSXP 188/4 800 X 1800400
" ARSXP 188/5 800 X 1800 X 500

ARSXP 188/6 800 X 1800 X 600
 AR8XP206/3 600 X 2000X 300
‘ ARSXP 206/4 600 X 2000 X 400
~ ARBXP206/5 600 X 2000 X 500

ARBXP 206/6 600 X 2000 X600
ARBXP 208/3 800 X 2000 X 300

~ AR8XP 208/4 800 X 2000 X 400
ARBXP 208/5 800 X 2000 X 500
ARSXP 208/6 800 X 2000 X 600

e —_ —k —_ — —_ —_ —_ =k —

more size to be request to the clients
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Stainless steel wall mount enclosure

Material:enclosure and door manufactured from AIS| 304L sheet steel (AlSI 316L on request).Flat mounting plate manufactured from
galvanised sheet steel. Hinges in stainless steel.Thickess of sheet steel: enclosure& door: sheet steel 1.2mm till size STX6 820 ,then

1.5mm.Thickness of mounting plate:zinc coated steel 1.5mm till size STX6 820 then 2.0mm

Stainless steel box with single door-STX

Supply include:
enclosure body,door with lock & galvanised mounted plate,seal gasket and fixing accessories
Wall mount brackets 4pcs/set to be offered separately.
Protection degree:IP 66

Model W % H % D(mm)
| STX2215 200200 150
STX22515  200%250 150
STX252515  250%250 150
STX2 315 200x 300X 150
| STX25315  250x300X 150
STX3 315 300X 300X 150
| STX3415 300 X 400 X 150
| STX3420 300X 400% 200
 STX3515 300500150
| STX4 315 400 300 % 150
| STX4420 400%200%200

Stainless steel box with inner door - STXI

Model

| STXI3415
STXI3 420
| STXI3515
| STXI4315
STXI4 420
STXI4 520
| STXI4 620
STXI5 520
| STXI5725

Supply include:
enclosure body,door with lock & galvanised mounted plate,seal gasket and fixing accessories,
Inner door with lock.Wall mount brackets 4pcs/set to be offered separately.

Protection degree:IP 66

W = H x D(mm)

300400 150
300X 400 % 200
300X 500 X 150
400% 300X 150
400 %200 % 200
400 % 500 % 200
400 % 600 X 200
500 % 500 X 200
500X 700X 250

Impact resistance IK10

Model

STXI6 420

- STXI6 620

STXI6 625
STXI6 630
STXI6 820

- STXI6 1020
STXI8 1020

STXI6 825

STXI6 1025

Model W x H x D(mm)
| STX4 520 400 % 500 % 200
STX4 620 400X 600X 200
| STX5 520 500 % 500 200
STX5725 500 700 % 250
STX6 420 600X 400 % 200
| STX6 620 600X 600 X 200
| STX6 625 600 600 % 250
STX6 630 600 % 600X 300
STX6 820 600 X 800X 200
STX61020 600X 1000 % 200
 STX81020 800> 1000%200

Impact resistance IK10

W x H x D(mm)

600 X 400 200
600 % 600X 200
600 X 600 X 250
600 % 600X 300
600 % 800X 200

6001000200
800 x1000X 200

600 < 800250

6001000250

- STX8 1440

Model

STXI8 1225

| STXI6 830

STXI6 1230
STXI8 830
STXI8 1030
STXI8 1230
STXI6 840

- STXI8 1440

Model W x H x D(mm)

' STX6 825 600 % 800X 250
STX6 1025 6001000 X250
STX8 1225 8001200 250

STX6 830 600 % 800 X 300
STX61230 600X 1200300

| STX8 830 800 % 800 X 300
STX81030 8001000300
STX81230  800x1200x300

STX6 840 600 % 800 X 400
800 % 1400 X400

W x H x D(mm)

8001200 %250
600 % 800 < 300
600x1200x 300
800800300
800X 1000 300
800x1200:x<300
600X 800400
8001400400

Stainless steel box with inner door +toughened glass door- STXIP

Supply include:

enclosure body,toughened glass door thickness 5.0mm door with lock & galvanised mounted
plate,seal gasket and fixing accessories,Inner door with lock.Wall mount brackets 4pcs/set to
be offered separately.

Protection degree:IP 66 Impact resistance IK10

Madel W = H x D(mm) Maodel W = H x D(mm) Maodel W x H x D(mm)
STXIP3415  300X400X 150 STXIP6420  600X400 % 200 STXIP8 1225 800X 1200X 250
STXIP3420  300X400%200 STXIP6 620  600%600X 200  STXIP6830 600X 800X 300
STXIP3515  300x500%150 STXIP6 625 600 %600 250 STXIP6 1230 600X 1200300
STXIP4315  400X300% 150 STXIP6 630 600X 600%300  STXIP8830  800x800%300
STXIP4420  400%200%200 STXIP6 820  600X800X200 STXIP8 1030 800X 1000 % 300
STXIP4520  400%500%200 STXIP6 1020 600X 1000% 200  STXIP8 1230 800 1200 %300
STXIP4 620  400X600 X200 STXIP8 1020 800 1000% 200 STXIP6 840 600X 800400
STXIP5520  500X500%200 STXIP6 825  600X800X 250 STXIP8 1440 800 X 1400400
STXIP5725  500X700%250 STXIP6 1025 600X 1000X 250 |

more size to be request to the clients
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Stainless steel terminal box

Stainless steel box with toughened glass door - STXP

Supply include:

enclosure body,toughened glass door thickness 5.0mm with lock & galvanised mounted plate,
seal gasket and fixing accessories Wall mount brackets 4pcs/set to be offered separately.
Protection degree:IP 66 Impact resistance IK10

Model W x H x D(mm) Model W = H x D(mm) Model W = H = D(mm)
STXP3 415 300X 400X 150 STXP6 420 600X 400 % 200 STXP8 1225 800 1200x250
STXP3 420 300 400X 200 STXP6 620 600600 % 200 STXP6 830 600X 800 %< 300
STXP3 515 300500150 STXP6 625 600600250 STXP6 1230 600x1200x300
STXP4 315 400X 300150 STXP6 630 600600 % 300 STXP8 830 800 % 800 % 300
STXP4 420 400 %200 %200 STXP6 820 600 % 800 % 200 STXP8 1030 800x1000x 300
STXP4 520 400500200 STXP6 1020  600X1000X200 STXP8 1230 800x 1200300
STXP4 620 400X 600 %200 STXP8 1020 800X 1000x200 STXP6 840 600> 800400
STXP5 520 500 % 500 % 200 STXP6 825 600 % 800 % 250 STXP8 1440 800 1400x400
STXP5 725 500%700x 250 STXP6 1025 600X 1000x% 250

Stainless steel terminal box-TLX
Material:

boxes and cover manufactured from thickness 1.2mm,AISI 304L (AIS1316 on request)
Stainless steel cover fixing with stainless steel screws.

Protection degree:IP 66

Impact resistance IK10

Supply include:
enclosure & cover(sheet steel 1.2mm),sealing gasket and fixing accessories

Galvanised mounting plate to be offered separately
Wall mount brackets to be offered separately
Din-rail to be offered separately

Model W x H x D(mm) Model W x H x D(mm) Model W x H x D(mm)
TLX15158 150X 150 X 80 | TLX30208 300200 % 80 TLX502012 500X 200120
. TLX151512 150150 % 120 | TLX302012 300200120 TLX503012 500 300% 120
TLX201512 200x150x120 TLX401512 400 150X 120 TLX602012 600>200x120
TLX20208 200x200< 80 TLX40208 400 % 200X 80 TLX603012 600%300% 120
TLX30158 300 150 % 80 TLX403012 400 300120 TLX802012 800x200x120
TLX301512 300150120 TLX404012 400x400%120 TLX804012 800x400x120

Stainless steel terminal box-TBX

Material:boxes and door manufactured from thickness 1.2mm ,AlIS| 304L (AlISI316 on request)
Stainless steel door with lock model K3-X,180° stainless steel hinges

Protection degree:IP 66

Impact resistance IK10

Supply Include:
Enclosure,door with sealing gasket and fixing accessories,lock system,stainless steel hinges

Galvanised mounting plate to be offered separately
Wall mount brackets to be offered separately
Din-rail to be offered separately

Model W x H x D(mm) Model W x H x D(mm)
TBX15158 150 150% 80 TBX203012 200%300x120
TBEX15308 15030080 TBX204012 200<400>x120
TBX20208 20020080 TBX205012 200%500x120
TBX20308 200X 300X 80 TBX303012 300300x120
TBX20408 200%400x80 TBX304012 300x400x120
TBX151512 150%150x120 TBX3040155 1 300%400% 155
TBX153012 150300120 TBX3060155 300%600x 155
TBX202012 200x200x120 TBX3080155 300%800x155

more size to be request to the clients
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Accesorries for stainless steel box

Lock for STX stainless steel enclosure

Stainless lock for AR9X,ARBX
Model: MS821X

LS-2

LS-3

LS-4 LS-5

Wall mount brackets for
TLX, TBX stainless steel terminal box

Model: WLX-010
Material: stainless steel AISI304
Package: 4pcs/set with fixing accesorries

WLX-010

Wall mount brackets for
STX stainless steel wall mount box

Model: WCX-010
Material: stainless steel AIS1304
Package: 4pcs/set with fixing accesorries

WCX-010

Canopy for STX stainless steel wall mount box

Model: TTX

Recommended for outdoor installation-Manufactured in For box size(mm)

For box size(mm)

1.2mm AlS| 304 stainless steel. Package: 1 piece Mode! W D Mode W D
TTX103 300 150 TTX3 05 500 300
TTX2 03 300 200 TTX0 06 600 200
TTXO0 04 400 150 TTX1 06 600 250
TTX1 04 400 200 TTX2 06 600 300
TTX2 04 400 250 TTX3 06 600 400
TTX3 04 400 300 TTX0 08 800 200
TTX0 05 500 150 TTX108 800 250
TTX1 05 500 200 TTX208 800 300
TTX2 05 500 250 TTX3 08 800 400
Mounting plate for TLX,TBX stainless steel terminal box
Manufactureq! in 1.5mm galvanised sheet steel, for box MODEL TLX,TBX,TL,TB series
Fackage: | piece For box size(mm) For box size(mm)
. Model Model
Mounting plate i A s k
TL1515 150 150 TL4030 400 300
TL2015 200 150 TL4040 400 400
TL2020 200 200 TL5020 500 200
TL3015 300 150 TL5030 500 300
TL3020 300 200 TL6020 600 200
TL4015 400 150 TL8020 800 200
TL4020 400 200 TL8040 800 400
Plinth for AR8X,AR9X stainless steel cabinet
Standard plinth:H=100mm, H=200mm PLX is made up of 1.5mm stainless steel
Plinth Model Cabinet size(mm) Model Cabinet size(mm)
H100 H200 Width Depth H100 H200 Width Depth
PLX135  PLX235 300 500 @~ PLX186  PLX286 800 600
PLX136  PLX236 300 600 PLX188  PLX288 800 800
'PLX138  PLX238 300 800 PLX1104 PLX2104 1000 400
PLX145 PLX2 45 400 500 PLX1 105 PLX2 105 1000 500
PLX146  PLX246 400 600 PLX1106 PLX2106 1000 600
PLX1 64 PLX2 64 600 400 PLX1 108 PLX2 108 1[:.{:{] 800
PLX165 PLX2 65 600 500 | PLX1 124 PLX2 124 1200 400
PLX1 66 PLX2 66 600 600 | PLX1 125 PLXZ2 125 1200 500

08

more size to be request to the clients
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TPX stainless steel console

TP steel control desk

TPX stainless steel console

Material: Stainless steel AISI304 or AISI1 316

thickness of sheet steel

body: 1.5mm/frontdoor:2.0mm/upper cover:2.0mm/galvanised mounting

plate: 2.5mm

Supplyinclude:

control desk,front door with lock system, upper coverwith cover stop 2pcs, 2

pcs gland
cable plates,mounting plate

The accessorries of plinth 100mm to be supplied separately according to the
client's requirment

MODEL

TPX01
TPX02
TPX03
TPX04
TPX05

W

H D(D1)
mm

500 X 960 X 400(480)
600 X 960 X 400(480)

800 X 960 X 400(480)
1000 X 960 X 400(480)
1200 X 960 X 400(480)

1 door
1 door
1 door
2 doors

430 X 780
530 X 780
730 X 780
930 X780

NO.of doors  size of mounting plate(FXG)  Weight
mm

2 doors

1130 X 780

Plinth 100mm
39.8KGS  PL54-TPX
53KGS PL64-TPX
66.2KGS  PL84-TPX
80.5KGS  PL104-TPX
91.3KGS  PL124-TPX

TP steel control desk

Material: cold steel sheet
thickness of sheet steel

body: 1.5mm /frontdoor:2.0mm /upper cover:2.0mm/galvanised mounting plate: 2.5mm

Colorforthe control desk: RAL7032 or RAL7035

Supplyinclude:

control desk,front door with lock system, upper cover with cover stop 2pcs,
2 pcs gland cable plates,mounting plate

The accessorries of plinth 100mm to be supplied separately according to the client's requirment

MODEL

TPO1
TPO2
TPO3
TPO4
TPO5

W H D(D1)

500 X 960 X 400(480) mm
600 X 960 X 400(480) mm
800 X 960 X 400(480) mm
1000 X 960 X 400(480) mm

1200 X 960 X 400(480) mm

NO.of doors

1 door
1 door
1 door
2 doors
2 doors

size of mounting plate(FXG)

09

430 X 780mm
530 X 780mm
730 X 780mm
930 X 780mm
1130 X 780mm

Weight

38.8KGS

92KGS

65.2KGS
79.5KGS
90.3KGS

Plinth 100mm

PL54-TP
PL64-TP
PL84-TP
PL104-TP
PL124-TP
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ALP control desk
AM control desk

PE 30

ALP control desk

ME

ALP /AM series control desk

Material: cold steel sheet

Thickness of sheet steel:

Enclosure & door: 2.0mm sheet steel galvanised mounting plate: 2.5mm
Color: RAL7032 or RAL7035

Finish; epoxy polyester powder coating textured finish

protection degree: IP55

Front/rear door and operation panel can be opened for convent
installation.

Zinc coated mounting plate can move back and forth.

ALP series control desk (include PE, LE, AE)
Supply include: part PE,part LE, part AE

PE part :door with lock+hinges, mounting plate,enclosure body
AE part: door with lock+hinges, mounting plate, enclosure body
LE part: door with lock+hinges, door support 2pcs/set,enclosure body

AM series control desk (include ME, AE)

Supply include: part ME,part AE

ME part :door with lock+hinges, door support 2pcs/set,enclosure body
AE part: door with lock+hinges, mounting plate, enclosure body

M

L

ALP series control desk (include PE, LE, AE)

MODEL LE e
| J K | D E F G A B c

ALP41 370 295 460 425 200 835 120 425 600 770 400
ALP42 370 295 460 425 200 835 120 425 800 170 400
ALP43 370 295 460 425 200 335 120 425 - 1000 770 400
ALP44 370 295 460 425 200 835 120 425 1200 770 400
ALP45 370 295 460 425 200 835 120 425 1600 770 400
ALPS51 440 365 460 425 200 935 120 425 600 770 500
ALP52 440 365 460 425 200 935 120 425 - 800 770 500
ALP53 440 365 460 425 200 935 120 425 1000 770 500
ALP54 440 365 460 425 200 Q35 120 425 1200 770 500
ALPS5 440 365 460 425 200 935 120 425 1600 770 500
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AM series control desk (include ME, AE)
ME AE
MODEL L M N D A a C
AM41 620 612 123 252 600 770 400
AMA42 B0 612 123 252 800 770 400
AM43 650 612 123 252 1000 770 400
AM44 650 612 123 252 1200 770 400
AM45 650 612 123 252 1600 770 400
AMS1 750 712 123 275 600 770 500
AMS52 750 712 123 275 800 770 500
AMS3 750 s 123 275 1000 770 500
AMS4 7ol 712 123 275 1200 770 500
AMSS 7o 712 123 279 1600 770 500




AR9000 floor stand cabinet-single door
AR9000 floor stand cabinet-double door

AR9000 floor stand cabinet-single door

Standard Configuration

Paint finish epoxy polyester powder coating textured finish Color:RAL 7032 or RAL 7035 Profile:9-fold profile
Material: cold rolling steel Thickness:front door:2.0mm,rear panel:1.5mm Protection degree:IP55
Mounting plate: zinc coated 2.5mm Impact resistance: IK10

Supply Include

Front door with Reinforcing frame,hinges and MS821 lock system,9 folded profiles 4pcs/set,rear panel,mounting plate & 4 mounting
plate supports,4 lifting eyebolts,top cover,removable cable gland plate

Plinth to be offered separately(See Page 22)

Dimension(mm) Dimension(mm)

Model No.of door Model No.of door

WX HXD WxHXD
AR9 146/4 600 X1400 X 400 1 AR9203/8 300 X 2000 X 800 1
ARO 146/6 600 X1400 X 600 1 ARO 204/5 400 X 2000 X 500 1
ARO 146/8 600 X1400 X 800 1 ARO 204/6 400 X2000 X 600 1
ARO 148/4 800 X1400 X 400 1 AR9206/4 600 X2000 X 400 1
AR9 148/6 800 X1400 X 600 1 AR9206/5 600 X2000 X 500 1
ARO 148/8 800 X1400 X 800 1 AR9206/6 600 X 2000 X 600 1
ARO 166/6 600 X1600 X 600 1 AR9206/8 600 X2000 X 800 1
AR9 166/8 600 X1600 X 800 1 AR9 208/4 800 X2000 X 400 1
ARO 168/6 800 X1600 X 600 1 AR9208/5 800 X2000 X 500 1
ARO 168/8 800 X1600 X 800 1 AR9208/6 800 X2000 X 600 1
ARO 186/4 600 X1800 X 400 1 AR9208/8 800 X2000 X 800 1
AR9186/5 600 X1800 X 500 1 AR9 2010/4  1000X 2000 X 400 1
ARO 186/6 600 X1800 X 600 1 AR9 2010/5  1000X 2000 X 500 1
ARO 186/8 600 X1800 X 800 1 AR92010/6  1000X 2000 X 600 1
ARO 188/4 800 X1800 X 400 1 AR9 2010/8  1000X 2000 X 800 1
AR9188/5 800 X1800 X 500 1 AR92012/4  1200X 2000 X 400 1
ARO 188/6 800 X1800 X 600 1 AR9226/8 600 X2200 X 800 1
AR9 1810/4  1000X1800 X 400 1 AR9228/6 800 X 2200 X 600 1
ARO 1810/5  1000X1800 X 500 1 ARO 228/8 800 X 2200 X 800 1
AR9 1810/6 1000X1800 X 600 1 AR9 2210/6 1000 X 2200 X 600 1
AR9203/5 300 X2000 X 500 1 AR9 2210/8  1000X 2200 X 800 1
ARO203/6 300 X2000 X 600 1

AR9000 floor stand cabinet-double door

Standard Configuration

Paint finish epoxy polyester powder coating textured finish

Color:RAL 7032 or RAL 7035 Profile:9-fold profile

Material: cold rolling steel Thickness:front door:2.0mm,rear panel:1.5mm
Protection degree:IP55 Mounting plate: zinc coated 2.5mm

Impact resistance: IK10

Supply Include

Front door with Reinforcing frame,hinges and MS821 lock system,9 folded profiles
4pcs/set,rear panel,mounting plate & 4 mounting plate supports,4 lifting eyebolts,top
cover,removable cable gland plate

Plinth to be offered separately(See Page 22)

Dimension(mm) Dimension(mm)

| Model No.of door Model No.of door

| WXHXD WX HXD
AR9 1810/4D 1000 X 1800 X 400 2 ARS 2010/8D 1000 X 2000 X 800 2
AR9 1810/5D 1000 X 1800 X 500 2 AR92012/4D 1200 X 2000 X 400 2
AR9 1810/6D 1000 X 1800 X 600 2 AR92012/5D 1200 X 2000 X 500 2
AR9 1812/4D 1200 X 1800 X 400 2 AR9 2012/6D 1200 X 2000 X 600 2
AR9 1812/5D 1200 X 1800 X 500 2 AR9 2012/8D 1200 X 2000 X 800 2
AR9 1812/6D 1200 X 1800 X 600 2 AR9 2210/6D 1000 X 2200 X 600 2
AR92010/4D 1000 X2000 X 400 2 'AR9 2210/8D 1000 X 2200 X 800 2
AR9 2010/5D 1000 X2000 X 500 2 AR92212/6D 1200 X 2200 X 600 2
AR9 2010/6D 1000 X2000 X 600 2 AR9 2212/8D 1200 X 2200 X 800 2

more size to be request to the clients
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AR9000K floor stand cabinet
AR9000K un-assembled cabinet
AR9000K knock -down cabinet

FRONT DOOR FRONT DOOR BACK PANEL MOUNTING
BACK PANEL PLATE

9-FOLDED TOP COVER
PROFILES & BOTTOM

SIDE PANELS

MODEL | SIZE(WHD) i’:SFLIDLEg EZ??;ER Sl FRONT DOOR BACK PANEL MOUNTING PLATE SIDE PANELS
ARD 164/4K  400X1600X400 F16 TCB44 FBD164 FD164 BD164 MP164 ARSP164
AR 164/5K | 400X1600X500 F16 TCB45 FBD164 FD164 BD164 MP164 ARSP165
ARQ 164/6K | 400X1600X600 F16 TCB46 FBD164 FD164 BD164 MP164 ARSP166
AR 166/4K  600X1600X400 F16 TCB64 FBD166 FD166 BD166 MP166 ARSP164
AR9 166/5K 600X1600X500 F16 TCB65 FBD166 FD166 BD166 MP166 ARSP165
AR9 166/6K | 600X1600X600 F16 TCB66 FBD166 FD166 BD166 MP166 ARSP166
ARS 168/4K | 800X1600X400 F16 TCB84 FBD168 FD168 BD168 MP168 ARSP164
AR9 168/5K 800X1600X500 F16 TCB85 FBD168 FD168 BD168 MP168 ARSP165
ARY 168/6K  800X1600X600 F16 TCB86 FBD168 FD168 BD168 MP168 ARSP166
ARO 184/4K | 400X1800X400 F18 TCB44 FBD184 FD184 BD184 MP184 ARSP184
AR 184/5K  400X1800X500 F18 TCB45 FBD184 FD184 BD184 MP184 ARSP185
AR 184/6K  400X1800X600 F18 TCB46 FBD184 FD184 BD184 MP184 ARSP186
AR 186/4K  600X1800X400 F18 TCB64 FBD186 FD186 BD186 MP186 ARSP184
AR 186/5K | 600X1800X500 F18 TCB65 FBD186 FD186 BD186 MP186 ARSP185
AR9 186/6K | 600X1800X600 F18 TCB66 FBD186 FD186 BD186 MP186 ARSP186
AR 188/4K  800X1800X400 F18 TCB84 FBD188 FD188 BD188 MP188 ARSP184
AR 188/5K  800X1800X500 F18 TCB8S5 FBD188 FD188 BD188 MP188 ARSP185
AR 188/6K | 800X1800X600 F18 TCB86 FBD188 FD188 BD188 MP188 ARSP186
AR9 188/8K | 800X1800X800 F18 TCB8S FBD188 FD188 BD188 MP188 ARSP188
AR9 1810/4K 1000X1800X400 F18 TCB104 FBD1810 FD1810 BD1810 MP1810 ARSP184
AR9 1810/5K 1000X1800X500 F18 TCB105 FBD1810 FD1810 BD1810 MP1810 ARSP185
AR9 1810/6K 1000X1800X600 F18 TCB106 FBD1810 FD1810 BD1810 MP1810 ARSP186
AR9 204/4K | 400X2000X400 F20 TCB44 FBD204 FD204 BD204 MP204 ARSP204
AR9 204/5K  400X2000X500 F20 TCB45 FBD204 FD204 BD204 MP204 ARSP205
AR 204/6K 400X2000X600 F20 TCB46 FBD204 FD204 BD204 MP204 ARSP206
AR 206/4K | 600X2000X400 F20 TCB64 FBD206 FD206 BD206 MP206 ARSP204
AR9 206/5K | B00X2000X500 F20 TCB65 FBD206 FD206 BD206 MP206 ARSP205
AR 206/6K  B00X2000X600 F20 TCB66 FBD206 FD206 BD206 MP206 ARSP206
ARO 206/8K  600X2000X800 F20 TCB68 FBD206 FD206 BD206 MP206 ARSP208
ARO 208/4K | 800X2000X400 F20 TCB84 FBD208 FD208 BD208 MP208 ARSP204
AR 208/5K | 800X2000X500 F20 TCB85 FBD208 FD208 BD208 MP208 ARSP205
AR 208/6K 800X2000X600 F20 TCB86 FBD208 FD208 BD208 MP208 ARSP206
AR9 208/8K 800X2000X800 F20 TCB88 FBD208 FD208 BD208 MP208 ARSP208
AR9 2010/4K 1000X2000X400 F20 TCB104 FBD2010 FD2010 BD2010 MP2010 ARSP204
AR9 2010/5K 1000X2000X500 F20 TCB105 FBD2010 FD2010 BD2010 MP2010 ARSP205
AR 2010/6K 1000X2000X600 F20 TCB106 FBD2010 FD2010 BD2010 MP2010 ARSP206
ARQ 226/4K  600X2200X400 F22 TCB64 FBD226 FD226 BD226 MP226 ARSP224
AR 226/5K  600X2200X500 F22 TCB65 FBD226 FD226 BD226 MP226 ARSP225
AR 226/6K | 600X2200X600 F22 TCB66 FBD226 FD226 BD226 MP226 ARSP226
AR 226/8K  600X2200X800 F22 TCB68 FBD226 FD226 BD226 MP226 ARSP228
AR9 228/4K  800X2200X400 F22 TCB84 FBD228 FD228 BD228 MP228 ARSP224
AR9 228/5K | 800X2200X500 F22 TCB85 FBD228 FD228 BD228 MP228 ARSP225
AR 228/6K | 800X2200X600 F22 TCB86 FBD228 FD228 BD228 MP228 ARSP226
AR 2210/4K 1000X2200X400 F22 TCB104 FBD2210 FD2210 BD2210 MP2210 ARSP224
AR 2210/5K 1000X2200X500 F22 TCB105 FBD2210 FD2210 BD2210 MP2210 ARSP225
AR 2210/6K 1000X2200X600 F22 TCB106 FBD2210 FD2210 BD2210 MP2210 ARSP226



AR9000K floor stand cabinet
AR9000K un-assembled cabinet
AR9000K knock -down cabinet

DOUBLE DOOR

9-FOLDED TOP COVER

FRONT DOOR

MoDEL = SIZEWHD) e B g S S FRONT DOOR BACK PANEL MOUNTING PLATE SIDE PANELS
AR9D 1610/4K 1000X1600X400 F16/D TCB104/D FBD1610/D FD1610/D BD1610 MP1610 ARSP164
AR9D 1610/5K  1000X1600X500 | F16/D TCB105/D FBD1610/D FD1610/D BD1610 MP1610 ARSP165
AR9D 1612/4K  1200X1600X400 F16/D TCB124/D FBD1612/D FD1612/D BD1612 MP1612 ARSP164
AR9D 1612/5K 1200X1600X500 F16/D TCB125/D FBD1612/D FD1612/D BD1612 MP1612 ARSP165
AR9D 1810/4K 1000X1800X400 F18/D TCB104/D FBD1810/D FD1810/D BD1810 MP1810 ARSP184
ARSD 1810/5K  1000X1800X500 | F18/D TCB105/D FBD1810/D FD1810/D BD1810 MP1810 ARSP185
AR9D 1810/6K  1000X1800X600 F18/D TCB106/D FBD1810/D FD1810/D BD1810 MP1810 ARSP186
ARSD 1812/4K = 1200X1800X400 F18/D TCB124/D FBD1812/D FD1812/D BD1812 MP1812 ARSP184
ARSD 1812/5K 1200X1800X500 | F18/D TCB125/D FBD1812/D FD1812/D BD1812 MP1812 ARSP185
AR9D 1812/6K 1200X1800X600 | F18/D TCB126/D FBD1812/D FD1812/D BD1812 MP1812 ARSP186
ARSD 2010/4K  1000X2000X400 F20/D TCB104/D FED2010/D FD2010/D BD2010 MP2010 ARSP204
AR9D 2010/5K = 1000X2000X500 F20/D TCB105/D FBD2010/D FD2010/D BD2010 MP2010 ARSP205
AR9D 2010/6K  1000X2000X600 | F20/D TCB106/D FBD2010/D FD2010/D BD2010 MP2010 ARSP206
ARSD 2012/4K 1200X2000X400 | F20/D TCB124/D FBD2012/D FD2012/D BD2012 MP2012 ARSP204
AR9D 2012/5K  1200X2000X500 F20/D TCB125/D FBD2012/D FD2012/D BD2012 MP2012 ARSP205
ARSD 2012/6K = 1200X2000X600 F20/D TCB126/D FBD2012/D FD2012/D BD2012 MP2012 ARSP206
AR9D 2210/5K  1000X2200X500 | F22/D TCB105/D FBD2210/D FD2210/D BD2210 MP2210 ARSP225
ARSD 2210/6K  1000X2200X600 | F22/D TCB106/D FBD2210/D FD2210/D BD2210 MP2210 ARSP226
ARSD 2212/5K = 1200X2200X500 F22/D TCB125/D FBD2212/D FD2212/D BD2212 MP2212 ARSP225
AR9D 2212/6K = 1200X2200X600 F22/D TCB126/D FBD2212/D FD2212/D BD2212 MP2212 ARSP226

AR9000K floor stand cabinet

Standard Configuration

AR9K metal floor stand cabinets comprise a 9-
folded profile structure,un-welded at the top and
bottom of the frame,with removable

screws in vertical profiles for strength and
versatility with the cabinets. Thermosetting epoxy
polyester powder coating in textured

RAL 7035 or RAL7032

SupplyInclude

9-folded profiles 4pcs/set (model:.F):hinged uprights,panel mounts and
locking elements assembled.Top cover and base (Model: TCB):welded
top frame ,welded base,mounting plate fixing support.Back panel and
front door (Model: FBD ):plain door with lock, plain back panel.
Galvanised mounting Plate(Model: MP)

Side panels(Model: ARSP):2pcs side panels with accessories

Toughened glass door for AR9000 cabinet

Color: RAL 7032 or RAL 7035 Protection degree: IP 55
Material: toughened glass 5.0mm Impact resistance: IK10

ARPX toughened glass door supply include:

Toughened glass door thickness 5.0mm and fixing accessories
lock system,hinges

Note: not include cabinet

glass door For cabinet size(mm) glass door For cabinet size(mm)
Model W H Model W H
ARPX 126 600 1200 ARPX 188 800 1800
ARPX 128 800 1200 ARPX 1810 1000 1800
ARPX 146 600 1400 ARPX 206 600 2000
ARPX 148 800 1400 ARPX 208 800 2000
ARPX 166 600 1600 ARPX 2010 1000 2000
ARPX 168 800 1600 ARPX 226 600 2200
ARPX 186 600 1800 ARPX 228 800 2200

Inner door for AR9000 cabinet

Color: RAL7032 or RAL7035
Material: cold steel 2.0mm thickness

ARID inner door supply include:
inner door and fixing accessories,lock system, hinges
Note: not include cabinet

Impact resistance: IK10

Inner door For cabinet size(mm) Inner door For cabinet size(mm)
Model W H Model W H
ARID 126 600 1200 ARID 188 800 1800
ARID 128 800 1200 ARID 1810 1000 1800
ARID 146 600 1400 ARID 206 600 2000
ARID 148 800 1400 ARID 208 800 2000
ARID 166 600 1600 ARID 2010 1000 2000
ARID 168 800 1600 ARID 226 600 2200
ARID 186 600 1800 ARID 228 800 2200

more size to be request to the client

14 TIBL )<

TIAMNGI ELECTRIC




AR8000 one piece floor stand cabinet

AR8000 one piece floor stand cabinet

Material: cold steel rolling sheet

Protection degree:IP 55, Impact resistance IK10

Color:RAL7032 or RAL7035,paint finish epoxy polyester powder coating textured finish

Thickness of the sheet steel:Front door: 2.0mm / enclosure body 1.5mm/bottom cable plate 1.5mm/galvanised mounting plate: 2.5mm

Supply Include:

ARS8 structure enclosure body,door complete with MS821 locking system and hinges

,bottom with removable cable entry,4 lifting eyebolts
Plinth to be offered separately(See Page 22)

Model W Km]:,l XD No. of door Model w xm';',l XD No, of door
ARS8 128/3 800 X 1200X 300 1 ARS8 188/3 800 X 1800 X 300 1
AR8146/3 600 X 1400 X300 1 ARS8 188/4 800 X 1800 X 400 1
ARS8 146/4 600 X 1400 X400 1 ARS8 188/5 800 X 1800 X500 1
ARS8 148/3 800 X 1400 X 300 1 ARS8 188/6 800 X 1800 X600 1
ARS 148/4 800 X 1400X400 1 ARS8 206/3 800 X 2000 X 300 .
ARS8 166/3 600 X 1600 X 300 1 AR8 206/4 600 X 2000 X400 1
ARS8 166/4 600 X 1600 X400 1 ARS8 206/5 600 X 2000 X500 1
ARS8 168/3 800 X 1600 X 300 1 ARS8 206/6 600 X 2000 X600 1
ARS8 168/4 800 X 1600 X400 1 AR8 208/3 800 X 2000X300 1
ARS8 186/3 600 X 1800 X 300 1 ARS8 208/4 800 X 2000 X400 1
ARS8 186/4 600 X 1800 X400 1 ARS8 208/5 800 X 2000 X500 1
ARS8 186/5 600 X 1800 X500 1 ARS8 208/6 800 X 2000 X 600 .
ARS8 186/6 600 X 1800 X600 1

AR8000/D one piece floor stand cabinet-double door

Material: cold steel rolling sheet
Protection degree:IP 55, Impact resistance IK10

Color:RAL7032 or RAL7035,paintfinish epoxy polyester powder coating textured finish
Thickness of the sheet steel:Frontdoor: 2.0mm/ enclosure body 1.5mm/bottom cable plate 1.5mm/
galvanised mounting plate: 2.5mm

Supply Include:

ARS8 structure enclosure body,door complete with MS821 locking system and hinges
bottom with removable

cable entry.4 lifting eyebolts
Plinth to be offered separately(See Page 22)

Model W Kmﬁ XD No. of door Model W }"fm';'_l XD No. of door
ARS8 1010/3D 1000 X 1000 X 300 ) AR8 1812/5D 1200 x 1800 x 500 2
ARS8 1210/3D 1000 X 1200 X 300 2 AR8 1816/4D 1600 x 1800 x 400 2
ARS8 1212/4D 1200 X 1200 X 400 2 AR81816/5D 1600X 1800 X 500 2
ARS8 1410/4D 1000X 1400 X 400 2 ARS8 2010/4D 1000X 2000 X 400 )
ARB 1412/4D  1200X 1400X400 2 AR82010/5D 1000X 2000X500 2
ARS8 1610/3D 1000 X 1600 X 300 2 ARS8 2012/4D  1200X 2000 X 400 2
ARS8 1610/4D 1000 X 1600 X 400 2 ARS8 2012/5D 1200X 2000 X 500 2
ARS8 1612/3D 1200X 1600 X 300 2 ARS8 2012/6D 1200X 2000 X 600 2
ARS8 1612/4D 1200X 1600 X 400 2 AR8 2016/4D 1600X 2000 X 400 2
ARS8 1810/4D 1000X 1800 X 400 2 ARS8 2016/5D  1600X 2000 X 500 2
ARS8 1810/5D 1000 X 1800 X 500 2 ARS8 2016/6D 1600X 2000 X 600 2
ARS8 1812/4D 1200X 1800 X 400 2

more size to be request to the clients
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AR8000P one piece floor stand cabinet with toughened glass

AR8000P one piece floor stand cabinet with toughened glass

Material: cold steel rolling sheet

Protection degree:IP 55, Impact resistance IK10

Color:RAL7032 or RAL7035,paint finish epoxy polyester powder coating textured finish

Thickness of the sheet steel:Front door: 2.0mm/ enclosure body 1.5mm/bottom cable plate 1.5mm/
galvanised mounting plate: 2.5mm/toughened glass 5.0mm

Supply Include:

ARBS8P structure enclosure body,door complete with MS821 locking system and hinges
with toughened glass,bottom with removable

cable entry.4 lifting eyebolts
Plinth to be offered separately(See Page 22)

Model W xm;'.t XD no. of door Model W xml'ri XD no.ofdoor
ARSP 128/3 800 X 1200 X 300 1 AR8P 188/3 800 x 1800 x 300 1
AR8P 146/3 600 X 1400X 300 1 AR8P 188/4 800 x 1800 x400 1
ARBP 146/4 600 X 1400X400 1 AR8P 188/5 800 X 1800 X 500 1
ARBP 148/3 800 X 1400 X 300 1 ARSP 188/6 800 X 1800 X 600 1
ARBP 148/4 800 X 1400 X 400 1 ARSP 206/3 600 X 2000 X 300 1
ARSP 166/3 600 X 1600 X 300 1 ARSP 206/4 600 X 2000 X400 1
ARSP 166/4 600 X 1600X400 1 ARSP 206/5 600 X 2000 X 500 1
ARSP 168/3 800 X 1600 X 300 1 ARSP 206/6 600 X 2000 X600 1
ARBP 168/4 800 X1600X400 1 ARBP 208/3 800 X 2000X300 1
ARBP 186/3 600 X 1800X 300 1 AR8P 208/4 800 X 2000 X 400 1
ARSP 186/4 600 X 1800 X400 1 AR8BP 208/5 800 X 2000 X 500 1
ARSP 186/5 600 X 1800 X 500 1 ARSP 208/6 800 X 2000 X 600 1
ARSP 186/6 600 X 1800 X600 1

One piece enclosure

AR9 combined cabinet

WD Rail

Cable gland plate

more size to be request to the clients

WA 065

TJ-CH130
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Panels,Plate of AR9,AR8 floor stand cabinet

|

mn

——rT

R A O . =W

Panels or plates are to be ordered separately to the clients
special requirement

TIBOX standard plates consist of: surface plate,flush
plate,blank plate,punched plate

Note:
To fix the panels or plates on the cabinets by using H Rails

with WD rails 4pcs-6pcs

Punched front panel-Component panel

Flush Panel
Panel For Modular Component

Note:

To fix the panels or plates on the cabinets by using H Rails
with WD rails

g Manufactured in 1.5mm sheet steel
Supply include: back panel,punched front
cover,closed with fixing accessories

panel . : :
cover /l Package:1 piece with accessories
L S i Cabinet i
] | Model Width Ref Description  Pcs
N . MDP03 102F 600 1 PANEL 1
MDP04 102 600 2 COVER 1
MDP03 202F 800 1 PANEL 1
P MDP04 202 800 2 COVER 1
Note:

To fix the panels or plates on the cabinets by using H Rails
with WD rails

Panel for modular component

Manufactured in 1.5mm sheet steel

46|

Supply include: back panel,punched front
cover,DIN rail,closed with fixing accessories
cover din rail Package:1 piece with accessories
Y Vi Cab
i abinet g
o i 1= Model Width Ref Description Pcs
E MDP0O2102F 600 1 PANEL 1
° = MDP02 102F 600 2 DINRAIL 1x25P 1
4437-635 L&Ui O /|
- MDPO04 102 600 3  COVER 1
508-708 75 -

MDP02 202F 800 1 PANEL 1
MDP02 202F 800 2 DIN RAIL 1x25P 1
P MDP04 202 800 3  COVER 1

Note:
To fix the panels or plates on the cabinets by using H Rails
with WD rails

17




Panel,plate for AR9000 modular cabinet

DIN Panel for modular components

Manufactured in 1.5mm sheet steel.
Supplied complete with zinc coated DIN rail
and fixing accessories with screws and captive bush

Note:
- To fix the panels or plates on the cabinets by using H Railswith WD rails

- 3 Manufactured in 1.5mm sheet steel.
Supply include: punched front cover,zinc-coated
din rail DIN rail and fixing accessories
/Epanel Pack: 1 piece
S cabinet Panel(mm
ca D Model  width(mm) a oneimm
442-635 - MDPG604F 600 508 400
508-708 MDP606F | 600
MDP804F | 460 208 400
¢ y MDP806F 600
Note:
To fix the panels or plates on the cabinets by using H Rails with WD rails
DIN panel
4 ) Manufactured in 1.5mm sheet steel.
o Supply include: punched front cover,zinc-coated
din,rail Jpanel DIN rail 2pcs and fixing accessories
3 = x : Pack: 1 piece
| ] : Model w?c?t??nﬁh} Ref Description Pcs
2 11 | [ Panel 2x25P
B b _ MDPO02 104F 600 1 Din rail 1
‘ 508-708 | | | 2 Panel 1
. e e Panel 3x36P
\ p MDPO2 204F 800 1 Din rail 1
Panel
Note: £ ;

To fix the panels or plates on the cabinets by using H Rails with WD rails

Surface plate

f 3 Supply Include:Blank surface plate supplied
with fixing accessories
Pack:1 piece
’ i binet Surface plate
Ca
Model width(mm) B A
> MDP602 200
MDP603 300 |
D | MDP604 600 508 o |
MDP606 600
B MDP802 200
1 ) . MDP803 300 208 | 300 |
MDP804 400 |
MDP806 600
Note:

To fix the panels or plates on the cabinets by using H Rails with WD rails
Flush plate

4 ) Supply Include:Blank flush plate supplied
o 0 with fixing accessories
Pack:1 piece
> cabinet Panel(mm)
daneiimm
Model width(mm) B A
MDP804F &6 & 400
= & MDP606F . 800
5 MDP804F 800 208 400
s y MDP806F 600
Note:

To fix the panels or plates on the cabinets by using H Rails with WD rails

h TIBOX
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Multiple door of AR9,ARS8 floor stand cabinet

Seal cover

Clamp board

Multiple door :Model MT,MTP

After you purchased AR9000, AR8000 cabinets,
mulitple door,clamp boards,seal cover are your

choice again

Multiple door

Supply include:In 1.5mm sheet steel complete with gasket and locking system, hinge

MT: without plexiglass door
MTP:with plexiglass door

For cabinet width,height
Model Model Width(mm) Height(mm)

. MTP602  MT602 600 200
MTP603  MT603 600 300
MTP604  MT604 600 400
MTP605  MT605 600 500
MTP606  MT606 600 600

.~ MTP608  MT608 600 800
MTP609  MT609 600 900
MTP6010 MT6010 600 1000
MTP802  MT802 800 200

.~ MTP803  MT803 800 300
MTP804  MT804 800 400
MTP805  MT805 800 500
MTP806  MT806 800 600
MTP808  MT808 800 800
MTP809  MT809 800 900
MTP8010 MT8010 800 1000

After you purchased mutiple door,clamp boards & seal cover must be your choice again

Clamp board

To fix multiple door,by using clamp board,
Material:is made up of 1.5mm, sheet steel

with fixing accessories _
Supply include: Spcs clamp boards & its

fixing accessories

Model Width(mm) Pack
MT600 600 5PCS/SET
MT800 800 5PCS/SET

Seal cover

Multiple door

19

To fix multiple door ,by using seal cover to
have nice look .
Material:In 1.5mm sheet steel for sealing

the top& bottom of cabinet

Supply include:4pcs seal covers & its
fixing accessories
Pack:4pcs/set

Model W X H(mm) Pack
MTOOB6 600x100 4PCS/SET
MT008 800x100 4PCS/SET




Rails of floor stand cabinet

H rail for blank front plate

This rail is easy to fix on the cabinet height from 1400mm-2200mm,for fixing Din rail, MDP panel(surface plate/flush plate),
Material: manufactured in 1.5mm galvanised sheet steel

Supply include: H rail Pack:

2 pieces

-' 4 15 Model For cabinet height{mm)
] H1400 1400mm
{i = H1600 1600mm
::::::::::' ’. | | H1800 1800mm
‘ renanad L H2000 2000mm
—— - H2200 2200mm

WD rail, WW rail

Material:manufactured in 1.5mm galvanised sheet steel with 8pcs fixing screws M5X9mm,install on the the frame of the cabinet
Supply include: WD rail or WW rail with fixing accessories  Pack:4 pieces

;; For depth of cabinet(mm)
" Model
T WD400 WD500 WD600 WD800
II'
X ,!:!:!:!_ﬂ‘,...,,' o i Dimension 400 500 600 800
' _-!“_"__"" E--3-0-0 10 Pcs/set 4 4 4 4
& .:':- .i.-i
| LS L8 . Model WW600 WW800 WW1000  WW1200
. Dimension 600 800 1000 1200
: Pcs/set 4 4 4 4
Door rail |
Manufactured from 1.5mm sheet steel with 2pcs fixing screws M5X9mm
Supply include:Door rail with fixing accessories pack: 1piece
| i | | for cabinet Single or
Mege width(mm) Double door
WA470 600 single
WAGBTO 800 single
WAS870 1000 single
WA270 800 double
WA370 1000 double

Manufactured in 1.5mm zinc passivated sheet steel,

Perforated Rail 23X23mm,by using angle bracket
WHDOO1 install on the profile of cabinet

Supply include:

WHD rail with insert nut WA8 2pcs,screws M8 2pcs,
angle bracket WHDO0O1 one set(1 piece left bracket,

1 piece right bracket,2pcs screws M5X9mm)

Pack: 12 pieces /6 pieces from 1600mm length

MODEL WHD 400 WHD 500 WHDG600  WHD 800 I?D 1000 I?D 1200 WI?D 1600 l?D 1800 WI?D 2000 WI?D 2200

(mm) (mm) (mm) (mm)

LENGTH 295 395 495 695 1095 1495 1695 1895 2095
WHD 400 500 600 800 1000 1200 1600 1800 2000 2200

PCS/SET 12 12 12 12 12 12 6 6 5] 6

HU Rail for 19" rack cabinet

Supply include:
For 800mm width cabinet:HU rail 4pcs with WD rail 4pcs,fixing accessorrie 8pcs
For 600mm width cabinet:HU rail 4pcs with WD rail 4pcs

Cabinet

E Height(mm) U Feck

: HU1600 32U 4Pcs/set

1t HU1800 37U 4Pcs/set

"E HU2000 42U 4Pcs/set
: HU2200 47U 4Pcs/set

20 TIBBC
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Accessories of floor stand cabinet

PC pallet (laptop pallet)

PC pallet is manufactured in 1.5mm sheet steel ,fixing on the door of the cabinet to hold the laptop for easily operation
Supply include: PC pallet with fixing accessories  Pack:1 piece  Carrying capacity: 30KG Max  Color: RAL 6022 black

Model W D Cab'(':f:n";”dth
C44 413 400 600
C64 613 400 800
=
Steel plan pocket
Manufactured in 1.5mm sheet steel with 4pcs fixing screws M5X9mm Color:RAL2008 Thickness:1.5mm steel
Supply include: steel plan pocket with fixing accessories Pack:1 piece
For cabinet Size (mm)
| Model w};ﬁf{nﬁ o ) 5
| PP400 400 255 260 90
| PP500 500 355 260 90
| PP600 600 455 260 90
PP800 800 655 260 90
PP900 900 755 260 90
‘ PP1000 1000 855 260 ap
A4 plastic plan pocket
Model:PP100
Material:ABS

Color: orange
Supply include: A4 plastic plan pocket
Pack:1 piece

|| o

Divide plate

Divide plate is manufactured in 1.5mm galvanised sheet steel with 4pcs fixing screws M8X16mm,4pcs fixing brackets

by using WD rails or WHD rails to hold divide plate(WD rail/ WHD rails 4pcs/set to be offered separately)
Supply include: Divide plate with fixing accessories Pack:1 piece

i
b
f
B
E

; woDEL  Sabinet,  WxH
: MP 64 600 492X333
: MP 82 800 692X133
L MP 86 800 692X533
£ MP 104 1000 892X333
’ MP 106 1000 892X533
" MP 122 1200 1092X133
? & MP 124 1200 1092X333
i MP 126 1200 1092X533

Com}ponentﬂpallet

Manufactured in 1.5mm galvanised sheet steel ,fixing by using WD rails 2pcs(WD rails to be offered separately),4pcs fixing screws

M8X16mm,Insert nut WAS 4pcs

Two model:max carrying ability 50KG (component pallet with holes)
max carrying ability 100KG (no holes)

Supply include: component pallet with fixing accessories

| ]

Pack:1 piece

21

Max weight W x D WIT holes 50KG ~ W/O holes 100KG
Cabinet width (mm) Model Model
300 X471 MPH 604 MPH 604F
------ 600mm 400%471  MPH 605 MPH 605F
500 % 471 MPH 606 MPH 606F
300671 MPH 804 MPH 804F
800mm 400 X671 MPH 805 MPH 805F
500671 MPH 806 MPH 806F




Accessories of floor stand cabinet

Fan

ABS synthetic resin,fire resistant and UV-resistant, dustproof coefficient:80%.
Purchase the filter together for fan fixing

Model The outer part Voltage Current Air flow
KA1238HA2B 120120 X 38mm 220~240VAC 0.13/0.11A 120/140CFM
KA1725HA2B $172X55mm 220~240VAC 0.13/0.12A 218/245CFM
KA2206HA2B-2P ¢ 220X 60mm 220~240VAC 0.25/0.18A 430/490CFM
KA2509HA2B-2P & 254 X 89mm 220~240VAC 0.28/0.22A 666/730CFM

Filter Purchase the fan together for filter fixing for customer choice

Model The outer part Eﬁig& u"'}.nbgaﬂ level of protection  Applicable blower fan
FU-9803A 148.5%148.5X13.5mm 25.0m3/min P44 KA1238HA2B
FU-9804A 204 %204 X13.5mm 50.0m3/min IP44 KA1725HAZB
FU-9805A 255X 255 13.5mm 80.0m3/min P44 KA2206HA2B-2P
FU-9806A 320x320%13.5mm 120m3/min IP44 KA2509HA2B-2P

Plinth for AR8000/AR9000 cabinet
Standard plinth:
Height=100mm(H100), Height=200mm(H200)
Material: manufactured in 2.5mm sheet steel with 8pcs fixing
screwsM6X16mm
paint finish: epoxy polyester powder coating textured finish
- Color:RAL6022 black

Supply include: plinth with fixing accessories

Pack:1 piece

Model Cabinet size(mm) Model Cabinet size(mm)
H100 H200 Width Depth H100 H200 Width Depth
PL1 35 PLZ 35 300 500 PL1 86 PL2 86 800 600
PL1 36 PL2 36 300 600 PL1 88 PL2 88 800 200
PL1 38 PL2 38 300 800 PL1 104 PL2 104 1000 400
PL1 45 PLZ 45 400 500 PL1 105 PL2 105 1000 500
PL1 46 PL2 46 400 600 PL1 106 PL2 106 1000 600
PL1 64 PL2 64 600 400 PL1 108 PL2 108 1000 800
PL1 65 PL2 65 600 500 PL1 124 PL2 124 1200 400
PL1 66 PL2 66 600 600 PL1 125 PL2 125 1200 500

WA 065 ring

model: WA 065

Material:zinc-coated metal iron fixing on the top of the
cabinet for lifting the cabinet more easily

Supply include: Rings

Pack:4pcs/set

Door keep

Model: DS001

Material: ABS ,black color

Always keep the door in the straight level for AR8000,
AR9000 cabinet

Supply include: door keep

package:1 piece

Door stop

Model: WA100

Material: Manufactured in galvanised sheet steel 1.5mm
o keep the door in the open state for AR8000,AR9000
cabinet,when openning the doors

Supply include: door stop
Package: 1 piece

i
[pyp—— o i..l-‘l'.'-"".
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Accessories of floor stand cabinet

Baying bracket

Model:WA020

Manufactured in 1.5mm galvanised sheet steel with
32pcs fixing screws M8X8mm,For connection and
combination in two cabinets

Supply include: Baying bracket with fixing accessories
Package:4pcs/set

Steel bolt anchor

Model:WAO010

Material: steel iron zinc-plating,to combine or connect 2
cabinets ,with inn- hexagon steel screws M6X10mm 12pcs
Supply include:steel bolt anchor with fixing accessories
package:6pcs/set

Baying bracket

Model:WAO030

Material: manufactured in 1.5mm sheet steel, zinc-
plating,to combine or connect 2 cabinets ,with fixing screws
M5X9mm 2pcs

Supply include:baying bracket with fixing accessories
Package:1pcs/set

WI300 baying ring

Model:WI300

Material: galvanised sheet steel 4.0mm by baying 2
cabinets on the top of cabinet

Supply include:baying ring with 8pcs screws M12
pack: 4pcs/set with fixing accessories

Special nut-1

Model: SN-M6 OR SN-M8

Material: special designed nut use to install on AR9000
manufactured from zinc Alloy.

Supply include: special nut

Package:50pcs/bag

Special nut-2

Model: TSN-M6 OR TSN-M8

Material: special designed nut use to install on AR9000
manufactured from zinc Alloy.

Supply include: special nut

Package:50pcs/bag

o dotml=_d~ .
A-CA -

=
I-I-"

Insert nut

Model: WABG OR WAS8

Special designed nut use to install on ARS000
manufactured from zinc Alloy.
Package:50pcs/set
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Accessories of floor stand cabinet

i 1 C35 rail
| 15,4 Model Height(mm)
i — C7.5-2 75
f{ EI o =R c14-2: 14
ot a C35 rail is to be fixed on the cabinet to hold electronic
A T ) components (circuit breaker,DIN-panel meter,etc)
Material: rainbow colored steel sheet 1.0mm thickness,2 metros
" P, Supply include: C35 rail Package: 1 piece
-~ ™ -
| Lﬁ% . Cabinet lock
_ -1
gﬂ =L Model: MS830
il 277l SEilwm Material:ABS and iron
5t For the door lock in the cabinet AR9000 or AR8000
ll 4 . Supply include: 1pcs/set with lock system,key and
L e fixing accessories
. ) Package:1 piece

Cabinet lock
Model: MS 821

Cabinet lock

Model:MS 830-6P-1

Material:ABS and iron

For the door lock in the cabinet AR9000 or AR8000,
for pad lock starndard,pad lock is offered separately
Supply include: 1pcs/set with lock system, key and
fixing accessories

Package:1 piece

130° Door Hinge

Model: TJ-CH130

Material:steel iron,zinc-plating ,door hinge for AR9000
or AR8000 cabinet

Supply include: door hinge

Package:6pcs/set

Common screw

Model:Screw M5X10mm

Material: Steel,zinc-plating,used for cabinet profiles,
punching rail and punching material

Supply include:screw M5 X 10mm

Pack:100pcs/set

Sealing rubber strip

Model:RUBOO1

Material:rubber ,width 15mm

By sealing the gap between two cabinets
Supply include: sealing rubber strip
Package:10 metro/roll

24 TIBOX
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Accessories of floor stand cabinet

LED cabinet lamp
Model : LED025

LED 025 applies to all types of panels and accessories,especially in tight
space. By using high-end LED technology,the lamp has a long service life.
You can use nono-slip rubbermagnet to quickly locate on any steel parts.
You can also choose mechanical fixation. Power output allows more than
ten lamps are connected to each other.

= Features
R Wide voltage range
2520 Integrated device
- : i Longevity.Maintenance-free LED technology
F s Magnet screw fixation
= - - = ON/OFF light switch
250.2
Technical Date
Installation Instruction Power waste: SW
o Luminosity: Same 75W light bulb
\"'- Lamp type: L Radiation of LED ,120 6500K light;
sunlight, color temperaturelL: 6500K
Service life: 6000h+20°C
Connect: 2pole connector AC:2.5A/240VA,Color:
white DC:2.5A/60VDC,Color:Blue
Install: (M5)Magnet fixation or screw fixation
(M5)250 mm Center
Casing: Plastic,transparent
Dimensions: Look at the picture
Operation/storage temperature: -30T to+60°C
The top installation -40Cto 85C
' 2 Operation/storage of water: 90%RH (no dew)
‘ §b Protection type/protection: IP20I| (double insulation)

Note: connectors and cables are not included,and these parts can be
purchased separately.can be based on customer requirements.

SN R R E AR R
[ _
1 i T L
= |

Magenet Screw Operating Switch Weight
: fixation fixation voltage (approx.)
l -‘i 02540.1-00 02540.1-01 24-48VDC | ON/OF light sensor 0.2kg
. 100-240VAC , |
J 02541.0-00 02541.0-00 S ON/OF light sensor 0.2kg

The side installation Applies to individual components(cable and connector)

Limited switch for LED025 cabinet light

Model: LSL-3

The door switch monitors the position of cabinet doors and is available in three versions.
For example,it can be used for switching a light when opening a door (NC),or to activate
a fan when closing a door(NO).The version with change-over contact (CO) can be used
as a normally closed and / or normally open contact. The wide mecha-nical adjustment
range of the door switch LSL-3 offers versatile application aresa: the housing is adjust
ablewith in a 35 mm range,while the screw flange with a slotted hole offers an additional
21mm.The switching travel of the switch itself is another 8 mm

86.10
20.50, @5.50
7 Max.switching capacity: 250VAC,10(1.95)A
1 ‘ Service life: VDE:>10, 000 cycles
= - UL:>6,000 cycles
@ Connection: 4-pole clamp with strain relief,
=+ ' clamping torque 0.5Nm max.
L e L] Mounting: screw fixing (M5)
\ ) Casing: plastic according to UI194 V-O,grey/black
35.15 Dimensions: 87 x64 x30mm
Weight: approx.50g
78.74 Fitting position: variable
- ; Operating/Storage temperature: -20to + 85°C(-4 to+185°F)
E \ 3 Operating/Storage humidity: max.90% RH (non-condensing)
r > Protection type: IP 20
] 1 [ |
86.10 ——63.50
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Steel wall mountenclosure

Single door wall mount enclosure

Supply Include

Enclosure and door ,mounting plate, lock system,

gland plate, sealing gasket and fixing accessories.
Standard Configuration

Paint finish epoxy polyester powder coating textured finish
Color: RAL 7032 or RAL 7035

Protection degree:IP 66

Against mechanical impacts: IK 10

Thickness:
Enclosure & door: sheet steel 1.2mm till size
ST6 820 then 1.5mm.

Mounting p late:
zinc-coated steel 1.5mm till size ST6 820 then 2.0mm

30 417 30
> ———— W-50 W-50 . W-50
| (i IE D _ e [ ) I '|
v i L2 ¥ UEEEE O b Y g 15
‘ ‘ = = 2
= @ 4 : | B T |
E ~ s N : g = E
| ' N! S Vg - o r 0 o - i
26 0 AE 1 11x26mm rERRRE
E L T ] < 22000 t0a
% | 3 80000
| F ! 500 | 30 4 30 ] o 12.5, | [ 12.5
417 417 40 o £B=15
—— 3
330 . .
Ilﬂ 9 Universal Square hole circular hole
C S
| ‘ } | Note: door hinges on the left for the left open door,
door hinges on the right for the right open door
Selection Table
Model W H D(mm) No.of lock Gland open l__ Model W H  Dimm)Nooflock Glandopen Model W H D(mm) No.of lock Gland open
ST2215 200 200 150 1 0 . ST5520 500 500 200 1 D ~ ST6 1025 600 1000 250 3 D |
ST22515 200 250 150 1 O . STA620 400 600 200 2 c - ST81025 800 1000 250 3 E
ST252515 250 250 150 1 A ~ ST5620 500 600 200 2 D ST61225 600 1200 250 3 D
| ST2315 200 300 150 1 0 . ST6620 600 600 200 2 D ST81225 800 1200 250 3 E
 ST25315 250 300 150 1 A ST5720 500 700 200 2 D ST4530 400 500 300 1 C
. ST3315 300 300 150 1 B _ST6720 600 700 200 2 D __ST4630 400 600 300 2 C
ST4315 400 300 150 1 B _ST6820 600 800 200 2 D SIS60 500 600 300 2 D
ST3415 300 400 150 1 B | ST8B20 800 800 200 2 = >16630  BOO. 8OO 300 2 b
_ ST4415 400 400 150 B | ST61020 600 1000 200 3 D SThrd0 vl 7 308 2 =
| ST3515 300 500 150 1 3 S . = o =y 5 :
ST4 515 400 500 150 1 £ _ ST61220 600 1200 200 3 D e R 5 5
ST5515 500 500 150 1 D . ST81220 800 1200 200 2 B ST61230 600 1200 300 3 D
 ST4615 400 600 150 2 C _ ST4425 400 400 250 L C ST81030 800 1000 300 3 E
ST5615 500 600 150 2 D ST6 425 600 400 250 1 D ST81230 800 1200 300 3 e
ST25320 250 300 200 1 A ST4525 400 500 250 1 C ST81430 800 1400 300 3 E
ST3 320 300 300 200 1 B . ST5525 500 500 250 1 D  STe840 600 800 400 2 D
. ST4320 400 300 200 1 B . ST4625 400 600 250 2 C ST8840 800 800 400 2 E
ST3 420 300 400 200 1 . | ST5625 500 600 250 % 2 .| ST61040 600 1000 400 3 D
. ST4420 400 400 200 1 B _ ST6625 600 600 250 2 D ST81040 800 1000 400 3 E
.~ ST6420 600 400 200 1 D _ ST67256 500 700 250 2 D ST61240 600 1200 400 3 D
ST3520 300 500 200 1 B . ST6825 600 800 250 2 D ST81240 800 1200 400 3 E
ST4 520 400 500 200 1 C ST8 825 800 800 250 2 E ST81440 800 1400 400 3 £
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Double door wall mount enclosure
Gland box for wall mount enclosure

Double door wall mount enclosure

Supply Include

Enclosure and door with lock system, galvanised mounting plate,
gland plate, sealing gasket and fixing accessories.
Standard Configuration

Paint finish epoxy polyester powder coating textured finish
Color: RAL 7032 or RAL 7035

Protection degree: IP 55

Against mechanical impacts: IK 10

Thickness:

Enclosure & door: sheet steel 1.5mm.

Mounting plate:

Galvanised sheet steel :2.0mm

STD(standard lock K2) STDD(Rod Centre lock) with lock MS820
Model W x H x D(mm) No.oflock  Gland open Model W x H x D(mm) No.of lock  Gland open

STD8 620 800 600 200 2 E ___ STDD8 620 800 600 200 1 E
STD8 625 800 600 290 2 E | STDD8625 800 600 250 1 E
STD8 630 800 600 300 2 E STDD8 630 800 600 300 1 E
STD8 640 800 600 400 2 i = STDD8 640 800 600 400 1 E
STD10620 1000 600 200 2 E STDD10 620 1000 600 200 1 E
STD10 625 1000 600 250 2 B STDD10 625 1000 600 250 1 E
STD10 630 1000 600 300 2 E STDD10 630 1000 600 300 1 E.
STD10 640 1000 600 400 2 & STDD10 640 1000 600 400 1 E
STD12 620 1200 600 200 2 E STDD12 620 1200 600 200 1 =
STD12625 1200 600 250 2 E STDD12 625 1200 600 250 1 E
STD12 630 1200 600 300 2 E STDD12 630 1200 600 300 1 E
STD12 640 1200 600 400 2 151 STDD12 640 1200 600 400 1 E
STD8 820 800 800 200 2 e STDD8 820 800 800 200 1 F
STD8 825 800 800 250 2 F _ STDD8 825 800 800 250 1 F
STD8 830 800 800 300 2 . __ STDD8830 800 800 300 1 F
STD8 840 800 800 400 2 F STDD8 840 800 800 400 1 F
STD10 820 1000 800 200 2 F STDD10 820 1000 800 200 1 F
STD10825 1000 800 250 2 F STDD10 825 1000 800 250 1 F

__ STD10830 1000 800 300 2 F STDD10 830 1000 800 300 1 F

. STD10840 1000 800 400 2 F STDD10 840 1000 800 400 1 F
STD12820 1200 800 200 2 F STDD12 820 1200 800 200 1 F
STD12 825 1200 800 250 2 s STDD12 825 1200 800 250 1 3
STD12 830 1200 800 300 2 - STDD12 830 1200 800 300 1 b
STD12840 1200 800 400 2 F STDD12 840 1200 800 400 1 F
STD10 1020 1000 1000 200 2 F STDD10 1020 1000 1000 200 1 F
STD10 1025 1000 1000 250 2 F STDD10 1025 1000 1000 250 1 F
STD10 1030 1000 1000 300 2 r STDD10 1030 1000 1000 300 1 F
STD10 1040 1000 1000 400 2 F STDD10 1040 1000 1000 400 1 F
STD12 1020 1200 1000 200 2 F STDD12 1020 1200 1000 200 1 F
STD12 1025 1200 1000 250 2 F STDD12 1025 1200 1000 250 1 F
STD12 1030 1200 1000 300 2 F STDD12 1030 1200 1000 300 1 F
STD12 1040 1200 1000 400 2 F _ STDD12 1040 1200 1000 400 1 F
STD10 1220 1000 1200 200 2 F | STDD10 1220 1000 1200 200 1 F
STD10 1225 1000 1200 250 2 F STDD10 1225 1000 1200 250 1 F
STD101230 1000 1200 300 2 F STDD10 1230 1000 1200 300 1 F
STD10 1240 1000 1200 400 2 F STDD10 1240 1000 1200 400 1 F

Gland box

(B series box can be used as the gland box

of the ST wall mount enclosure,

Material:sheet steel 1.2mm ,surface finish:epoxy polyester powder
coating textured finish Color:RAL7035 or RAL 7032

Size(mm)
Model

W H D
GB432 300 400 200
GB532 300 500 200
GB632 300 600 200
GB8325 300 800 250
GB4252 250 400 200
GB5252 250 500 200
GB6252 250 600 200
GB82525 250 800 250
GB422 200 400 200
GB522 200 500 200
GB1033 300 1000 300

more size to be request to the clients
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Toughened glass door wall mount enclosure
Inner door wall mount enclosure
Toughened glass door+inner door wall mount enclosure

Plexiglass door wall mount enclosure(STP)

Supply include: enclosure and door with glass ,with lock system, galvanised mounting plate,

gland plate, sealing gasket and fixing accessories.

Color: RAL 7032 or RAL 7035,paint finish epoxy polyester powder coating textured finish

Protection degree: |IP 66

Against mechanical impacts:IK10

Thickness: enclosure & door : sheet steel 1.2mm till size STP6 820 then 1.5mm, mounting

plate:galvanised steel 1.5mm till size STP6 820 then 2.0mm, plexiglass door 4.0mm

Model

STP3 415
STP3 420
STP4 315
STP4 420
STP4 520
STP4 620
5TP3 520
STPS 720
STPS5 725
STP6 420

Inner door wall mount enclosure(STI)

W x H x D(mm)

300400150
300400200
400%300x150
400x400x 200
400500200
400600200
500500 X200
200700 x 200
500 700X 250
600400200

No.of lock

N % T % R N ¥, T R P O [N AT W |

Model

STP6 620
STP6 625
STP6 630
STP6 820
STP6 825
STP6 830
STP6 1230
STP& 830
STP8 1030
STP8 1230

W x H x D(mm)

600X 600X200
600x600x250
600 < 600> 300
600800200
600 x 800250
600X 800+ 300

600X 1200300

800x800x300

8001000300
800X 1200300

No.of lock

L N W NN N RN R

Supply include: enclosure and door & inner door ,with lock system, galvanised mounting plate,

gland plate, sealing gasket and fixing accessories.

Color: RAL 7032 or RAL 7035,paint finish epoxy polyester powder coating textured finish

Protection degree: |P 66

Model

STI3 415
STI3 420
STI4 315
STI4 420
STi4 520
STI4 620
STIS 520
STI5S 720
STI5 725
STI6 420

W x H x D(mm)

300400150
300X 400> 200
400 300150
400x400x 200
400 X 500200
400 < 600> 200
500500200
500X 700200
200X 700X 250
600<400x200

Against mechanical impacts:IK10
Enclosure, door & inner door: sheet steel 1.2mm till size STI6 820 then 1.5mm, mounting
plate:galvanised steel 1.5mm till size STI16 820 then 2.0mm, inner door 1.2mm

No.of lock

S (<5 L R S R ST ) S

Model

STI6 620
STI6 625
STI6 630
STI6 820
STI6 825
STI6 830
STI6 1230
STI8 830
STI8 1030
STI8 1230

W x H x D{mm)

600600 %200
600600250
600600300
600 X800 <200
600 <800 %250
600X 800300

6001200300

800> 800300

8001000300
800X 1200300

No.of lock

W W N W RN NN DR

Toughened glass door + inner door wall mount enclosure(STIP)
Supply include: enclosure and door with glass,inner door,with lock system, galvanised mounting
plate,gland plate, sealing gasket and fixing accessories.
Color: RAL 7032 or RAL 7035,paint finish epoxy polyester powder coating textured finish
Protection degree: |IP 66
Enclosure & door sheet steel 1.2mm till size STIP6 820 then 1.5mm, mounting plate:zinc-coated
steel 1.5mm till size STIP6 820 then 2.0mm, plexiglass door 4.0mm, inner door: 1.2mm

Model

STIP3 415
STIP3 420
STIP4 315
STIP4 420
STIP4 520
STIP4 620
STIP5 520
STIPS 720
STIP5 725
STIP6 420

W x H x D(mm)

300x400>150
300X 400> 200
400+ 300> 150
400400200
400 % 500200
400X 600200
500X 500200
500X 700200
500X 700250
6004400200

Against mechanical impacts:IK10
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No.of lock

=x 'pSEss] | my el | |

Model

STIP6 620
STIPG 625
STIP6 630
STIP6 820
STIP6 825
STIP6 830

STIP6 1230

STIP8 830

STIP8 1030
STIP8 1230

W x H x D{mm)

600600 x200
600 X600 <250
600X 600x300
600 800:x200
600800250
600 % 800300

6001200300

800800300

8001000300
8001200300

No.of lock

2

2
2
2
2
2
3
2
3
3

more size to be request to the client




MCB box

MCB box surface type or flush type

AS & AE series boxes are TIBOX specially designed for MCBs. This kind
of surface & flush mounting boxes can assemble 16P & 24P MCBs each

row,knock-outs provided on all sides
Material: Sheet steel 1.0mm

Protection degree: IP54
Surface finish: epoxy polyester powder coating textured finish

Color;: RAL 7035 S _
Supply include:body with din rails,front frame & door with lock system
pack: 1 piece

440 40 SBS i

|| 7 § f'/
dl C— — i | i — i g
| “
———— g — i [ ] E! — é
] [ | i — g
444 | b
Ir D [ i ] i ——1 I f"'f
| oy
| F—— | | i . /
| — |
I 4411 HEf : /1 ! AE
1 i
—— . | = = ——
40 — | : ] /
|| —— of| —1| ol | 1 {eases0nescs =1 |1
— —— : | j
—— — | | 1 {sesssonseses] ——
7 .
AS
DOOR{(mm) DOOR(mm)
Surface type ROW Erg;; e Flush type ROW E',Ef:e.-s
W H D W H D
AS116 440 300 115 1 X16P | AE116 465 325 115 1 X 16P
AS2 16 440 4350 115 2 x16P | AE2 16 465 475 115 2 X16P
| AS3 16 440 600 115 3 X16P AE3 16 465 625 115 3 *16P
. AS416 440 730 115 4 X16P | . AE416 465 175 115 4 *16P
ASS5 16 440 800 115 5 X 16P AES5 16 465 925 115 5 *16P
AS6 16 440 1050 115 6 X16P AEG 16 465 1075 115 6 X 16P
AS4 24 585 7350 115 4 X24P | AE4 24 610 775 115 4 X 24P
ASS5 24 585 900 115 5 x 24P AES 24 610 925 115 4] X 24P

MCB box surface type

AS series boxes are TIBOX specially designed for MCBs. This kind of
surface mounting boxes can assemble 13P & 18P MCBs each row.
surface mounting confirming to IP54,knock-outs provided on all sides

Material: Sheet steel 1.0mm
Surface finish: epoxy polyester powder coating textured finish

Color: RAL 7035
Supply include:body with din rails,front frame & door with lock

system,earth wire
pack: 1 piece, protection degree: IP54

DOOR(mm)

Suriace lype A Eroeéfers
w H D
AS1 13 355 275 110 1 X 13P
AS213 355 380 110 2 X 13P
AS3 13 355 530 110 3 X 13P
~ AS413 355 680 110 4 X 13P
AS5 13 355 830 110 5 X 13P
AS1 18 455 275 110 1 X 18P
AS2 18 455 380 110 2 X 18P
AS3 18 455 530 110 3 X18P
AS4 18 455 680 110 4 X 18P
AS5 18 455 830 110 5 X 18P

30 TIBL DI

TIAMNGEI ELECTRILC




MCB box
Telephone box

MODEL

MDST43
MDST54
MDST64
MDSTE6
MDST75
MDST75R
MDST86
MDST86R
MDST106
MDST108

DOOR (mm)
H
300 400
400 500
400 600 |
600 600
500 700
500 700
600 800
600 800
600 1000
800 1000

No.of
breakers

Zrows X 9P
3rows X 15P

3rows X 15P
3rows X 26P

3rows X 21P
4rows X 21P
3rows * 26P
4rows * 26P
Brows * 26P
Brows * 38P

Breakers qty No.ofrows

PCS

Plastic cover for MCB box

18
45
45
78
60
&0
78
104
158
222

O 3 s A R AR W W W N

Modular kit for steel wall mount box

MDST modular kit boxes are TIBOX specially designed for
MCBS.This kind of surface mounting boxes can assemble 9P

& 15P,21P,26P,38P MCBs each row, or adjust by your own.
Material: Sheet steel 1.2mm

Surface finish: epoxy polyester powder coating textured finish

Color: RAL 7035 OR RAL 7032
Model:MDST

Supply include: MDST modular kit
not include the outside box

pack: 1 piece

(400) (600)
(300)
(300) — l I
—1
— — — | |
) [ — S — H— S| | |
) o & ot
MDST43 MDSTS53 MDSToe4 MDSTG66
2rows X 9P 3rows X 15P 3rows > 15P Jrows X 26P
(600)
(500) (500)
| | | | | '
| | [ : | '
2N [ I — [ | oy | I
o o (-
= (=3 } -
i W .
MDST75 MDST75R MDST86
3rows < 21P drows X 21P 3rows X 26P
(600) (600)
(500) | ] [ |
| ] | |
| ' | ] ! |
| | | I 1 |
— l | S | | E | |
) o o
- L | o [ ] o [ |
00 ~— &
MDST86R MDST106 MDST108
4rows = 26P Brows » 26P Brows < 38P

Molded plastic cover to be used in MCB enclosure to cover the

Telephone enclosure

TE enclosure are designed to standard telephone connectors used for
domestic and commercial application. Flush or surface mounting confirming
to IP41.Made out of high quality steel sheet, knock-outs provided on all sides,
adjustable zinc mounting plate,with cam key lock
Color: RAL 7035
Thickness:1.0mm, protection degree: IP54

Model W(mm) H(mm) D(mm) PAIRS Descripton
TE2323 230 230 100 10TO 40 Surface Type
- TEF2323 230 230 100 10 TO 60 Flush type
. TE3033 330 300 100 107070 Surface Type
TEF3033 330 300 100 10 TO 80 Flush type
- TE3752 520 370 100 10TO 140 Surface Type
. TEF3752 520 370 100 10 TO 160 Flush type
- TE5262 620 520 100 10TO 420 Surface Type
Model: MC09
MC18

holes,to avoid dust and water inside the MCB enclosure
MC09 9mm long 1/2P
MC18 18mm long 1P
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Steel terminal box

TL-G series - with gland hole

Supply Include:Enclosure & cover( sheet steel 1.2mm),sealing gasket and fixing accessories,
Gland holes & gland plates

Paint finish: epoxy polyester powder coating textured finish  Color: RAL7032 or RAL7035
Protection degree: IP66 Against mechanical impacts:IK10

galvanised mounting plate to be supplied separately ,see Page 08...

Model W x H x D(mm) Model W x H x D(mm)
TL301512-G 300x150x120 TL503012-G 500x300x120
TL302012-G 300%200x120 TL602012-G 600x200x120
TL303012-G 300x300x120 TLE03012-G 600 <300x120
TL402012-G 400%200x120 TL604012-G 600x400x120
TL404012-G 400%400x120 TL802012-G 800%200x120
TL502012-G 500% 200120 TL804012-G 800x400x120

TL series - No gland hole

Supply Include:Enclosure & cover( sheet steel 1.2mm),sealing gasket and fixing accessories,
Paint finish: epoxy polyester powder coating textured finish  Color: RAL7032 or RAL7035
Protection degree: IP66 Against mechanical impacts:IK10

galvanised mounting plate to be supplied separately ,see Page 08...

Model W x H x D(mm) Model W x H x D(mm) Model W xH x D(mm)
TL15158 150 <150 80 | TL30208 300 200x80 | TL502012 500x200x120
TL151512 150X 150%120 TL302012  300x200% 120 TL503012  500X300%120
TL201512  200x150%120 TL401512  400%150% 120 TL602012  600X200%120
TL20208  200X200%80 TL40208  400x200% 80 TL603012  600x300% 120
TL30158 300<150:x80 TL403012 400X 300*120 TL802012 800x200x120
TL3D01512 300150120 TL404012 400400120 TL804012 800:X400x120

TB series 180" hinges with lock system

Supply Include: Enclosure with gland holes,cover with sealing gasket and fixing accessories,
lock system Paintfinish: epoxy polyester powder coating textured finish.
Color: RAL7032 or RAL7035 Protection degree: IP66
galvanised mounting plate to be supplied separately ,see Page 08...

Model

TB15158
TB15308
TB20208
TB20308
TB20408

TB151512
TB153012
TB202012

W x H x D(mm) Model
150150 <80 TB203012
15030080 TB204012
20020080 TB205012
200x300x80 TB303012
200>400x80 TB304012
150X 150X 120 TB3040155
150 x300x120 TB3060155
200x200x120 TB3080155

Against mechanical impacts: IK10

W x H x D(mm)

200X 300X 120
200X 400X 120
200X 500X 120
300X 300120
300x400X 120
300Xx400Xx155
300X 600X 155
300800155

TBS series 180" hinges with hinges

Supply Include: Enclosure with gland holes,cover with sealing gasket and fixing accessories
Paint finish: epoxy polyester powder coating textured finish.  Color: RAL7032 or RAL7035
Protection degree: IP66 Against mechanical impacts:IK10

galvanised mounting plate to be supplied separately ,see Page 08...

-

Model W xH x D(mm) Model W xH x D{(mm) Model W xH x D(mm)
TBS15158 15015080 TBS151512 150150120 TBS205012 200x500x120
TBS15308 150X 30080 TBS153012 150X300x120 - TBS303012 300x300x120

_ TBS20208  200x200x80 TBS202012  200x200x120  TBS304012  300x400x120
TBS20308  200x300%80 TBS203012  200x300x120 TBS3040155 300x400x155
TBS20408 200 400x80 TBS204012 200x400x120 TBS3060155 300x600x155

more size to be request to the clients

32 TIBL <X

TIAMNEI ELECTRILC



Accessories of wall mountenclosure

Metal lock Rain-proof cover for lock
- E-RORCEOKC
BT s = fa Bamm BB BB ™7
LK-5 LT-6 LT-8 LK-8 LK-6 LK-7
Sy e T {8 b TR o] bl 1A =& RETmm
TK-S-A W PU'D 1 LT-2 LT-1 LT-3 LT-4 LT-5 LT-7

Locks

Lock transformations to zinc alloy insert triangle and square options

? . e / -1

K1 K2 K3 MS820 R2

@ O ¢ . "Ow

MS407 K4 LS-1 MS738 MS705-3E-ST

Plinth for wall mount enclosure
100mm high plinth can be used for ST boxes. Material: sheet steel Color; RAL 6022

@ Cabinet Cabinet Cabinet
Model size(mm) Model size(mm) Model size(mm)
W D W D W D
TT42 400 200 TT425 400 250 TT43 400 300
TT52 500 200 TT525 500 250 TT53 500 300
TT62 600 200 TT625 600 250 TT63 600 300
TT82 800 200 TT825 800 250 TT83 800 300
TT102 1000 200 TT1025 1000 250 TT103 1000 300
TT122 1200 200 TT1225 1200 250 TT123 1200 300

more size to be request to the clients

Earth wire for enclosure

Model S(mm?) Length(mm) Diameter of

rings(mm)
TJ-CM6130 6 130 6.4
TJ-CMB160 6 160 6.4
TJ-CM6168 6 160 8.3
TJ-CM1025 10 250 6.4
TJ-CM2535 25 350 8.3

Canopy (roof)

Recommended for outdoor installation.-Manufactured in 1.2mm sheet steel.
Surface finish: TIBOX standard cycle thermosetting epoxy polyester powder coating in textured for outdoor installation.

we suggest a specific painting Color: RAL 7032 or RAL 7035 For box size(mm) For box size(mm)

Model Model
W D W D
TT103 300 150 T 1365 500 300
TT203 300 200 TTO OB 600 200
TT0 04 400 150 TT106 600 250
- TT1 04 400 200 TT2 06 600 300
TT2 04 400 250 TI3 086 600 400
. - TT3 04 400 300 TTOO08 800 200
" TTO OS5 500 150 TT108 800 250
H TT105 500 200 TT2 08 800 300
TT2 05 500 250 TT3 08 800 400

more size to be request to the clients
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Accessories of wall mount enclosure

Door rail (crosspiece for door)

To be fixed on the vertical rail of the door to simplify fixing of cable ducts. Manufactured in 1.2mm sheet steel. Zinc plated
passivated with 4.2mmdiameter holes punched in 25mm pinch patten.Pack: 1piece with fixing material

Code Width(mm)
Mod. Art Box
wC 001 300
WC 002 400
WC 003 500
WC 004 600
WC 005 800

Door stop: WA060

Holds the door at 90" to avoid accidental closing. Manufactured
in 2mm and 3mm sheet steel zinc plated passivated can be used
on ST boxes till size ST6 820.

Pack of 1 piece with fixing materi8icrew M6X12 2pcs,nut M6 2pcs
Model: WA 060

Upright post fixing : WA 080

Model: WA 080

WA 080 can be used to fix the wall mount enclosure onto upright posts
easily, the width of the boxes should be no more than 600mm
Material: sheet steel, galvanized steel

Packing: 2pcs/set per pack(include 4pcs nuts & bolts)

Length of belt 600mm

WTC 010

34

Wall mount bracket : WC 010

Manufactured in 4mm sheet steel zinc plated passivated.
Pack of 4 pieces with fixing material

Model: WC 010

For box model ST,STI,STIP,STIP wall mount enclosure

Wall mount bracket: WTC 010

Manufactured in 4mm sheet steel zinc plated passivated
Pack of 4 picses with fixing material

For the box model TB,TL,TBS,TL-G terminal box
Package:4pcs/set

Model: WTC 010

EEE _n—,.'_:1:||
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Accessories of wall mount enclosure

WLO02 45" bracket

WL 02 brackets can be used to slope the DIN rails into 45,

1 pack of 20 pieces
Model: WL 02

WS02 bracket

WS 02 brackets can be used to upraise the DIN rails,
1 pack of 20 pieces
Model: WS 02

Limited switch for light

LSL-1 ”\ LSL-2 ﬁ'\
‘@-\% @\%
O
O)s J,
. 40 .J 45
Pack: 1 piece Pack: 1 piece

Model: LSL-1,for box without door frame Model: LSL-2,for box with door frame

Plastic gland plate

a L= '\\l o a "\1
o o é o o] E
o o | s o 4
208 . 244
Model:PGP-A Model:PGP-B
for box WidthXDepth 250X150mm for box WidthXDepth 300X150/200mm
I,f' 7] (7] 0 r:n""a,|I ’ '/f \
oo
[+ 0] o o |=f
o o o e
oy VR | i T T
HGE=C PGP-D * 358 8 445
Model:PGP-C Model:PGP-D

for box WidthXDepth 400X200/250mm  for box WidthXDepth 500X200/250mm

Louver plates(ventilation plate)

To be fitted on any surface of the enclosure for internal ventilation.Supply include 1 piece louver
plate & fixing material,gasket Colour RAL7032 textured finish

00000 |+ Ooa0aqodongs s onnmmuan

D ¥ K o o / \ @

78
90

Q & v O

108
208 244
Model: GP-0O Model: GP-A Model: GP-B
/O o o CIRN f o o o o \
(= o]
: 1 & | |2
\_ o o o o /|
355 K o L&) LT Q /
445
Model: GP-C Model: GP-D

unit:mm
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Plastic enclosure

TJ series plastic enclosure(metal screw type)

The enclosure is according to EN60529 standard,free from corrosion,compressive property and insulation,widely used in electronics,
communications,fire fighting apparatus,control panel terminal boxes,for PCB ,public accommodation,ship industry,food industry etc.
we always give top priority to quality and safety,your satisfaction is guaranteed.

Temperature range:-40TC to +1207TC

ABS:Acrulonitrile Butadiene Styrene PC:Poly Carbonate

Dimension(mm) Mounting plate installation

Metal screw type

size(mm)
Grey door Cleardoor WXHXD D1+D2 Metal W3 H3
TJ-NG-0505 TJNT-0505 50 % 52 % 40 28+ 12 TJ-0505 38 40
TJ-NG-0506-S  TJNT-0506-5  50%65x35 23+ 12 TJ-0506 40 99
TJ-NG-0608 TJ-NT-0608 60X 85 X 33 21+ 12 TJ-0608 50 75
TJ-NG-0612 TJNT-0612 60120 % 35 23+ 12 TJ-0612 50 10
TJ-NG-0606 TJ-NT-0606 65X 65 % 57 45+ 12 T.J-0606 59 41
TJNG-0606-1  TJNT-0806-1  65X65X81 69 + 12 TJ-0606 35 41
TING-0606-S  TINT-0606-5  65X65x35 23+12 TJ-0606 %
TJ-NG-0607 TJ-NT-0607 665 % 72 X 47 35+ 12 TJ-0807 99 62
TI-NG-0610-8  TJNT-0610-8 68X 10035 20+ 15 TJ-0610 58 90
TING0610  TJNT-0610 6810060 45+ 15 TJ-0610 .
TING-0610-1S  TJNT-0610-1S 68 100% 40 20 + 20 TJ-0610 58 90
TSNG-0610-1  TJNT-0610-1 68X 100% 65 45 + 20 TJ-0610 o8 90
TINGO713-8  TUNTO713-S  70x130x35 23+ 12 TJ-0713 60 120
TJ-NG-0713 TJNT-0713 70 % 130 % 60 48 + 12 TJ-0713 60 120
TING-0713-1S  TUNT-0713-1S 70X 130x 43 23+ 20 TJ-0713 60 120
TING-0713-1  TJNTO713-1 70X 13068 48 + 20 TJ0713 60 120
= o * TJNG-0610-Q  TINT0610-Q 68 100%50 35+ 15 TJ-0610 57 88
T TJ-NG-1014 TJNT-1014 140 X 105X 85 65 + 20 TJ-1014 925 127
| ¥ = TING-1014-1  TUNT-10141 140X 105X105 85+ 20 TJ-1014 gosh  Ted
e TJ-NG-1616 TJ-NT-1616 160 X 160 90 70 + 20 TJ-1616 147 147
TJ-NG-2330 TJ-NT-2330 230X 300X 90 60 + 30 TJ-2330 2185 288
Body Cover + body TANG-2330-1  TUMNT-23301  230X300X110 80+ 30 TJ-2330 2185 288

Note: * TJ-NG-0610-Q with wall mount holes design

Foot hold
MODEL: NG-01

Wall mounting brackets
MODEL: NG-02

To fix PCB

Wall mounting brackets

To fix terminals

TJ-NG-0610-Q with wall mount holes design

To fix inner metal plate

Example:speed control switch

«»

TJ series plastic enclosure(screw type)

The enclosure is according to EN60529 standard,free from corrosion,compressive property and insulation,widely used in electronics,
communications,fire fighting apparatus,control panel terminal boxes,for PCB ,public accommodation,ship industry,food industry etc.
we always give top priority to quality and safety,your satisfaction is guaranteed.Temperature range:-40°C to +120C

ABS:Acrulonitrile Butadiene Styrene PC:Pol

Carbonate

, : : te Installation
Screw type Dimension(mm) Mounting plate Stz mm
Grey door Cleardoor WXHXD D1+D2 Metal W3 H3
*  TJ-AG0507 TJ-AT-0507 55X 70%43 35 +8 TJ-0507 47 52 |
* TJ-AG0509 TJAT0509  55x91x43 35 +8 TJ-0509 47 78
* TJAG-0709 T-AT0709  75X91%73 35+ 8 TJ-0709 67 78
* TJ-AG0910 TJ-AT-0910 91X 110 x43 35 +8 TJ-0910 78 105
TJ-AG-1018 TJ-AT-1018 110X 180X 75 60 + 15 TJ-1018 76 155
TJ-AG-1022 TJ-AT-1022 100X 223 X 75 60 + 15 TJ-1022 76 198
Note: * with metal screws
01 D2
H3
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Plastic enclosure

TJ series plastic enclosure(screw type)

The enclosure is about 25% the weight of a metal box and can be

esaily installed or moved. The products is free from corrosion, Screw type Dimension(mm) ~ Mounting plate “;"’;'E('f:;”

carries superior insulation.The enclosure are available for the Greydoor Cleardoor \yuxp D1+D2 Plastic Metal W3 H3
installtion of terminal substitution rail,button box,small terminal,

signal,relay and sensor,communication and joint box.It will not I TH-AG-0506 - TJ-AT-0506 50 X B5 X 55 35 + 20 T0-0506 57 52
: : = i TJ-AG-0507 TJ-AT-0507 65 X 70 X 43 35 + B - TJ-0507 47 a2
be damaged even using for along time because stainless hinge de | TIACON08  TLAT0808  ES X9l X 43  .ance 8 110506 47 78
and draw latch are EQUiﬂpEd. It secures pEiI'fECt airtightneas b}" TJ-AG-0609 TJ-AT-0609 65 X 95 X 55 40 + 15 50 79
preventing sink down when opening or closing the sizes of hinge K TJAG-0708  TJ-AT-0709 75X 91X43 35 + § ——— TIO709 67 78
and draw latch by size increasing of the products.|lt can be used NEW TJ-AG-0710  TJ-AT-0710 75 X105X 60 40 + 20 TJ-0710 57 86
in inferior or dangerous industrial field byusing strong material ~ NEWX T-AG0712-S  TUAT-0712-S 75 X125X 48 40 + & TIOT12P  TLOT12 61 114
TJ-AG-0712 TJ-AT-0712 7o X125 X 75 489 + 25 TJ-07T12P  TJ-0712 57 107

and structure. z TIAG-0712-1 TLAT-071244 75 X125 X100 48 + 50 TJ.0712P TJOT12 57 107
Temperature range:-40°C to+ 120°C TJ-AG-0808  TJ-AT-0808 80 X 80 X 60 45 + 15 TJ-0808P TJ-0808 62 62
ABS:Acrulonitrile Butadiene Styrene TJ-AG-0808-1 TJ-AT-0808-1 80 X 80 X85 70 + 15 TJ-0808FP TJ-0808 62 62
PCPGI}" CE thﬂHtE TJ-AG-0811-5  TJ-AT-0811-5 80 X 110 X 45 29 + 20 TJ-0811FP TJ-0811 62 92
TJ-AG-0811-15 TJ-AT-0811-15 80 X110 X 65 25+ 35 TJ-0811F  TJ-0811 62 92
TJ-AG-0811 TJ-AT-0811 80 X110 X 70 al + 20 TJ-0811F  TJ-0811 62 92
TJ-AG-0811-1 TJ-AT-0811-1 80 X110 X 85 50 + 35 TJ-0811P  TJ-0811 62 92
TJ-AG-0811-2  TJ-AT-0811-2 80 X 110 X 100 80 + 20 TJ-0811FP  TJ-0811 B2 92
TJ-AG-0811-3  TJ-AT-0811-3 80 X110 X 115 80 + 35 Ty-0811P TJ-0811 62 92

TJ-AG-0813 TJ-AT-0813 al X130 X 70 50 + 20 TJ-0813F  TJ-0813 62 112

TJ-AG-0813-1  TJ-AT-0813-1 80 X130 X 85 80 + 35 TJ-0813P TJ-0813 62 112

TJ-AG-0816-5 TJ-AT-0816-8 80 X 160 X 55 40 + 15 TJ-0816F  TJ-0816 68 148

TJ-AG-0816 TJ-AT-0816 80 X 160 X 90 75 + 15 TJ-0816P  TJ-0816 68 148

TJ-AG-0818 TJ-AT-0818 80 X180 X 70 a0+ 20 TJ-0818P  TJ-0818 62 162

TJ-AG-0818-1 TJ-AT-0818-1 80 X 180 X B85 o0 -+ 33 TJ-0818P TJ-0818 62 162

TJ-AG-0822 TJ-AT-0822 80 X220 X 70 50 + 20 TJ-0822FP TJ-0822 62 202

TJ-AG-0825 TJ-AT-0825 80 X250 X 70 50 + 20 TJ-0825P TJ-0825 62 232

TJ-AG-0825-1 TJ-AT-0825-1 80 X250 X 85 o=t 35 TJ-0825F TJ-0825 B 232

TJ-AG-0825-2 TJ-AT-0825-2 80 X250 X 100 50 + 50 TJ-0825P  TJ-0825 62 232

TJ-AG-0910 TJ-AT-0910 g0 X 110 X 43 i5 + 8 TJ-0910 78 102

TJ-AG-0812 TJ-AT-0912 90 X 125 X 48 40 + & — TJ-0912 81 114

TJ-AG-0913 TJ-AT-0813 94 X130 X 70 50 + 20 — TJ-0813 74 115

TJ-AG-0913-1 TJ-AT-0913-1 94 X130 X 100 80 + 20 TJ-0913 74 115
TJ-AG-1010 TJ-AT-1010 100 X100 X 75 5% + 20 TJ-1010P TJ-1010 82 82
TJ-AG-1010-1  TJ-AT-1010-1 100 X100 X 100 80 + 20 TJ-1010P TJ-1010 82 82

TJ-AG-1022 TJ-AT-1022 100 X224 X 75 6l -+ 15 TJ-1022 e 198

TJ-AG-1018 TJ-AT-1018 100 X180 X 75 B0 + 15 TJ-1018 76 122

TJ-AG-1118 TJ-AT-1118 113 X183 X 90 70 + 20 TJ-1118P TJ-1118 95 165

TJ-AG-1118-1 TJ-AT-1118-1 113 X183 X 105 70 + 35 TJ-1118P TJ-1118 95 165

TJ-AG-1218 TJ-AT-1216 120 X 160 X 90 70 + 20 TJ-1216P TJ-1216 102 142

TJ-AG-1220 TJ-AT-1220 120 X 200 X 75 85 + 20 TJ-1220P TJ-1220 102 182

TJ-AG-1222 TJ-AT-1222 120 X 220 X 85 67 + 20 TJ-1222P  TJ-1222 100 200

TJ-AG-1212-8 TJ-AT-1212-8 125 X 125 X75 55 + 20 71J)1212P TJ-1212 105 105

TJ-AG-1212 TJ-AT-1212 125 X 125 X100 80 + 20 T71jy1212P TJ-1212 105 105

TJ-AG-1217 TJ-AT-1217 125 X 175 X75 50 + 25 T1jy1217Pp TJ-1217 109 156

TJ-AG-1217-1 TJ-AT-1217-1 125 X 175 X100 50 + 50 TJ4247P TJ-1217 109 156

TJ-AG-1217-2  TJ-AT-1217-2 125 X 175 X110 85 + 25 TJ-1217P TJ-1217 108 1586

TJ-AG-1217-3  TJ-AT-1217-3 125 X 175 X135 85 + 60 TJ1217P TJ-1217 109 156

TJ-AG-1417 TJ-AT-1417 140 X 170 X85 75 + 20 TJ-1417P  TJ-1417 122 152

TJ-AG-1423  TJ-AT-1423 140 X 230 X95 75 + 20 TJ-1423P TJ-1423 122 212

TJ-AG-1520-5 TJ-AT-1520-8 150 X 200 X 75 55 + 20 TJ-1520P TJ-1520 132 182

BASE Cover + body TJ-AG-1520  TJ-AT-1520 150 X 200 X100 80 + 20 TJ-1520P TJ-1520 132 182

TJ-AG-1520-1  TJ-AT-1520-1 150 X 200 X130 80 + 50 TJ-1520P TJ-1520 132 182

TJ-AG-1520-2 TJ-AT-1620-2 150 X 200 X130 110+ 20 TJ-1520P TJ-1520 132 182

TJ-AG-1520-3 TJ-AT-1520-3 150 X 200 X160 110+ 50 TJ-1520P TJ-1520 132 182

TJ-AG-1525 TJ-AT-1525 150 X 250 X100 BO + 20 TJ-1525P TJ-1525 132 232

TJ-AG-1525-1  TJ-AT-1525-1 160 X 250 X130 B0 + 50 TJ-1525P TJ-1525 132 232

TJ-AG-1525-2 TJ-AT-1525-2 150 X 250 X130 10+ 20 TJ-1525P TJ-1525 132 232

— TJ-AG-1525-3 TJ-AT-1525-3 150 X 250 X160 110+ 50 TJ-1525P TJ-1525 132 232

n TJ-AG-1717 TJ-AT-1717 175 X 175 X756 50 + 25 T-AT17P TJ-1717 156 157

TJ-AG-1717-1  TJ-AT-1717-1 175 X 175 X100 50 + 50 MEW17P TJ-1717 156 157

. NEW TJ-AG-1717-2 TJ-AT-1717-2 175 X 175 X125 100+ 25 TH1TITP TJ-1717 156 157

Steel muuntrng plEltE' Plastic ITII'JUI'I”HQ [JlEtE Wall brackets for Plastic box NEW TIAGATIT-AZ  TIAT-A717-3 175 % 175 X180 100+ 50 TIAT17P  TJATAT 156 157

MODEL:WP-01

TJ-AG-1725 TJ-AT-1725 175 X 250.X75 50 + 25 TJ-1726P TJ-1725 232

TJ-AG-1725-1  TJ-AT-1725-1 175 X 250 X100 S50 + 50 TJ-1725P TJ-1725 156 232

NEW TJ-AG-1825 TJ-AT-1825 180 X 255 X100 85 + 15 TJ-1825P TJ-1825 162 236

TJ-AG-2020-§ TJ-AT-2020-5 200 X 200 X985 76 «+« 20 TJ-2020P  TJ-2020 182 182

TJ-AG-2020-1 TJ-AT-2020-1 200 X 200 X125 75 + 50 TJ-2020P TJ-2020 182 182

TJ-AG-2020 TJ-AT-2020 200 X 200 X130 10+ 20 TJ-2020P TJ-2020 182 182

{ TJ-AG-2020-2 TJ-AT-2020-2 200 X 200 X160 110+ 20 TJ-2020P  TJ-2020 182 182
TJ-AG-2025 TJ-AT-2025 200 X 250 X100 75 + 25 TJ-2025P TJ-2025 178 228

TJ-AG-2030 TJ-AT-2030 200 X 300 X105 85 + 50 TJ-2030P TJ-2030 180 2810

Plastic enclosure screw
MODEL:TJS-50

Plastic enclosure screw
MODEL:TJM-60

Plastic enclosure screw

MODEL:TJLT-70 - : * .
Note:x This size plastic boxes are with stainless steel screws
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Plastic enclosure

TJ series plastic enclosure(with stainless steel hinge & latch type)

o A

0 S R e

o

BASE

Steel mounting plate

Cap for screw

MODEL:ZC-510

Cover + body

o

Wall brackets for Plastic box
MODEL:WP-01

Plastic mounting plate

Stainless steel latch
MODEL:LC-01

Stainless steel hinge
MODEL:HG-01

Hinges to be fixed on the longer side of enclosure.( If hinges on the
shorter side needed is available as customized request)

NEW
NEW

NEW

NEW

Hinge+latch type

Grey door

TJ-AG-0712H
TJ-AG0712-1H

TJ-AG-0811H
TJ-AG-0811-1H
TJ-AG-0813H
TJ-AG-0813-1H
TJ-AG-0818H
TJ-AG-0818-1H
TJ-AG-0822H
TJ-AG-0825H
TJ-AG-0825-1H
TJ-AG-0825-2H
TJ-AG-1010H
TJ-AG-1010-1H
TJ-AG-1118H
THAGAT1B1H
THAG12128H
TJ-AG-1212H
TIAG-1217H
TIAG-1217-1H
TJ-AG-1220H
TU-AG-1222H
TH-AG-1417H
THAG-1423H
TJ-AG-1520-SH
TJ-AG-1520H
TJ-AG-1520-1H
TJ-AG-1520-2H
TJ-AG-1520-3H
TJ-AG-1525H
TJ-AG-1525-1H
TJ-AG-1525-2
TJ-AG-1525-3H
TI-AG-1717H
TIAG-1717-1H
TJ-AG-1725H
TH-AG-1725-1H
TJ-AG-2020-SH
TJ-AG-2020-1H
TJ-AG-2020H
TJ-AG-2020-2H
TJ-AG-2025H
TJ-AG-2030H
TG-AG0811-2H
TG-AG0811-3H
TG-AG1216-H
TG-AG1217-2H

Clear door

TJ-AT-0712H
TJ-ATO712-1H

TJ-AT-0811H
TJ-AT-0811-1H
TJ-AT-0813H
TJ-AT-0813-1H
TJ-AT-0818H
TJ-AT-0818-1H
TU-AT-0822H
TJ-AT-0825H
TJ-AT-0825-1H
TJ-AT-0825-2H
TJ-AT-1010H
TJ-AT-1010-1H
TJ-AT-1118H
T-AT-1118-1H
THATA212:8H
TJ-AT-1212H
TI-ATA21TH
TJ-AT-1217-1H
TJ-AT-1220H
TJ-AT-1222H
T-AT-141TH
TU-AT-1423H
TJ-AT-1520-SH
TJ-AT-1520H
TJ-AT-1520-1H
TJ-AT-1520-2H
TJ-AT-1520-3H
TJ-AT-1525H
TJ-AT-1525-1H
TJ-AT-1525-2H
TJ-AT-1525-3H
TI-AT-A71TH
TJ-ATAT17-1H
TJ-AT-1725H
TJ-AT-1725-1H
TJ-AT-2020-SH
TJ-AT-2020-1H
TJ-AT-2020H
TJ-AT-2020-2H
TJ-AT-2025H
TJ-AT-2030H
TG-AT0811-2H
TG-AT0811-3H
TG-AT1216-H
TG-AT1217-2H

Dimension(mm)

WXHXD

79X 125X 73
79Xx125X100

80% 110 X70
80X 110 % 85

80 130 %70

80 130 85

80 % 180 X 70

80 % 180 % 85

8022070

80 %250 X 70

80 % 250 X 85

80 % 250 X 100
100X 100X 75
100 % 100 % 100
110 180 X 90
110X 180X 105
125X 125 X 75
125% 125 % 100
125X 175% 75
125 175X 100
200% 120 X 75
220 % 120 % 85
140X 170X 95
140 230 X 90
150200 X 75
150 % 200 % 100
150X 200 % 130
150 % 200 % 130
150 % 200 % 160
150 % 250 X 100
150 % 250 X 130
150 % 250 % 130
150 % 250 X 160
175X 175X 75
175X 175X 100
175 % 250 X 75
175X 250X 100
200X 200 % 100
200 % 200 % 125
200 % 200 % 130
200 % 200 % 160
250 % 200 % 100
300 % 200 X 105
80 X110 X100
80 X110 %115
120160 90

125X175X 110

D1+D2

50 + 25
50 + 50
50 + 20
50 +.35
50 + 20
50 + 35
50 + 20
50 + 35
50 + 20
50 + 20
5 + 35
50 + 50
55 + 20
80 + 20
70 + 20
70 +35
55 + 20
80 + 20
50 + 25
50 + 50
60 + 15
67 + 20
75 +20
75 +20
55 + 25
80 + 20
80 + 50
110+ 20
110 + 50
80 + 20
80 + 50
110+ 20
110+ 50
o0 + 25
o0 + 50
50 + 25
50 + 50
75+ 20
75 + 50
80+ 50
110+ 50
Fii e
85 + 20
80 + 20
80 + 35
70 + 20
100+ 25

Mounting plate

Plastic

TJ-0712P
TJ-0712P

TJ-0811P
TJ-0811P
TJ-0813P
TJ0813P
TJ-0818P
TJ-0818P
TJ-0822P
TJ-0825P
TJ-0825P
TJ-0825P
TJ-1010P
TJ-1010P
TJ-1118P
TJ-1118P
TH-1212P
T-1212P
TJ1217P
TJ1217P
TJ-1220P
TJ-1222P
TH-417P
TJ-1423P
TJ-1520P
TJ-1520P
TJ-1520P
TJ-1520P
TJ-1520P
TJ-1525P
TJ-1525P
TJ-1525P
TJ-1525P
TH-717P
THT17P
TJ-1725P

TU-A725P
TJ-2020P
TJ-2020P
TJ-2020P
TJ-2020P
TJ-2025P
TJ-2030P
TJ-0811P
TJ-0811P
TJ-1216P

TJ-1217P

Metal

TJ-0712
TJ-0712

TJ-0811
TJ-0811
TJ-0813
TJ-0813
TJ-0818
T.J-0818
T.-0822
TJ-0825
TJ-0825
1J-0825
T-1010
TJ1018
TJ1118
TH1118
TH1212
TJ1212
Th1217
TI1217
T1220
TJ-1222
TJ-1417
TH1423
TJ-1520
TJ-1520
TJ-1520
TJ-1520
TJ-1520
TJ-1525
TJ-1525
TJ-1525
TJ-1525
T-1717
TH717
TJ-1725
TJ-1725
TJ-2020
TJ-2020
TJ-2020
TJ-2020
TJ-2025
TJ-2030
TJ-0811
TJ-0811
TJ-1216
TJ-1217

installation
size(mm)

W3 H3
56 107
56 107
62 92
62 92
62 112
62 112
62 162
62 162
62 202
62 232
62 232
62 232
82 82
82 82
95 165
95 165
105 105
105 105
105 156
105 156
102 182
100 200
122 152
122 211
132 182
132 182
132 182
132 182
132 182
132 232
132 232
132 232
132 232
156 156
156 156
156 232
155 232
182 182
182 182
182 182
182 182
178 223
180 280
62 92

62 92

102 142
157 157

Note: * This size plastic boxes are with stainless steel screws

Switch box -push button box

Product model

TJ-AG 0808-01
TJ-AG 0813-Q2
TJ-AG 0818-Q3
TJ-AG 0825-Q4

x

L]

W X H X D(mm) Product model W XH X D(mm)
80 % 80 X 60 TJ-AG 0808-K1 80 % 80 % 60
80 % 130X 70 TJ-AG 0813-K2 80130 X 70
BOX 180X 70 TJ-AG 0818-K3 80X 180X 70
80 X 250 % 70 TJ-AG 0825-K4 80 % 250 X 70

Q1,Q2,Q3,Q4:orange cover K1,K2 K3 K4:grey cover
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Plastic enclosure

TJ series plasticenclosure—big switch box(screw type)

The enclosure is according to EN60529 standard,free from corrosion,compressive property and insulation,widely used in
electronics,communications,fire fighting apparatus,control panel terminal boxes,public accommodation,ship industry,food industry
etc.we always give top priority to quality and safety,your satisfaction is guaranteed.
Temperature range:-40C to +120°C

ABS:Acrulonitrile Butadiene Styrene

PC:Poly Carbonate

: : : installation
Screw type Dimension(mm) Mounting plate s
Grey door Cleardoor WXHXD D1+D2 Plastic Metal W3 H3
TJ-AG-2819 TJ-AT-2819  280x190%x130 98 + 32 TJ2819P TJ2819 255 165
TI-AG-2819-1  TJ-AT-2819-1 280x190x180 98 + 82 TJ-2819P TJ-2819 255 165
Fixed by inner plate TJ-AG-2819-2  TJ-AT-2819-2 280<190x180 148 + 32 TJ-2819P TJ-2819 255 165
TJ-AG-2819-3  TJ-AT-2819-3 280<190x230 148 + 82 TJ2819P TJ2819 255 165
TJ-AG-2828 TIAT-2828  280x<280x130 98 + 32 TJ-2828P TJ2828 255 255
TJ-AG-2828-1  TJ-AT-2828-1 280x280x180 98 + 81 TJ-2828P TJ-2828 255 255
TI-AG-2828-2  TJ-AT-2828-2 280X280x180 148 + 32 TJ-2828P TJ2828 255 255
TJ-AG-2828-3  TJ-AT-2828-3 280x280x230 148 + 81 TJ-2828P TJ-2828 255 255
| TJ-AG-3428 TJ-AT-3428  340x280%x130 98 + 32 TJ3428F TJ3428 315 255
Ef:ﬂﬁ :f;ﬁizﬂ”ﬂﬁ TI-AG-3428-1  TJ-AT-3428-1 340x280X180 98 + 81 TJ3428P TJ-3428 355 355
TJ-AG-3819-S  TJ-AT-3819-S 380x190x100 69 + 30 TJ3819P TJ-3819 355 165
e — TJ-AG-3819 TJ-AT-3819  380x190x130 98 + 30 TJ3819P TJ-3819 355 165
¢ TJ-AG-3819-1  TJ-AT-3819-1 380x190x180 148 + 30 TJ-3819P TJ-3819 355 165
TIAG-3828  TLAT-3828  380%280X130 98 + 32 TJ3828P T)-3828 355 255
x 5 TJ-AG-3828-1  TJ-AT-3828-1 380x280x180 98 + B2 TJ-3828P TJ-3828 355 255
:_‘ TJ-AG-3828-2  TJ-AT-3828-2 380x280x180 148+ 32 TJ-3828-P TJ3828 355 255
TJ-AG-3828-3  TJ-AT-3828-3 380x280x230 148+ 82 TJ-3828P TJ-3828 355 255
9 TJ-AG-2856 TJ-AT-2856  280%560%130 08 + 32 TJ-2828P« TJ2856 540 255
TJ-AG-3856 TJ-AG-3856  380x560x180 148 + 32 TJ-3828P:l TJ-3856 534 354
Steel mounting plate Plastic mounting plate Wall brackets for Plastic box Inner door hinge fixing Fixing bolts forinner plate  Plastic enclosure screw Plastic enclosure screw
MOEDL:WP-02 MOEDL:LC-S11 MOEDL:LC-S12 MOEDL:TJCB-70 MOEDL:TJCB-50
for box D2=80mm for box D2=30mm

TJ series plastic enclosure-big switch box(with stainless steel hinge & latch type)
\ ; Hinge+latch type Dimension(mm) Mounting plate 'ZEELEE]EE"
l’ Grey door Cleardoor WXHXD D1+D2 Plastic Metal W3 H3
- TJI-AG-2819H  TJAT-2819H 280x190x130 98 + 32 TJ2819P TJ-2819 255 165
- TJ-AG-2819-1H  TJ-AT-2819-1H 280x190x180 98 + 82 TJ2819P TJ2819 255 165
TJ-AG-2818-2H  TJ-AT-2819-2H 280x190x<180 148+ 32 TJ-2819P TJ-2819 255 165
TJ-AG-2819-3H  TJ-AT-2819-3H 280x190x230 148+ 82 TJ2819P TJ-2819 255 165
TJ-AG-2828H  TJ-AT-2828H 280x280<130 98 + 32 TJ2828P TJ-2828 255 255
TJ-AG-2828-1H  TJ-AT-2828-1H 280x280x<180 98 + 81 TJ-2828P TJ-2828 255 255
TJ-AG-2828-2H  TJ-AT-2828-2H 280x280x180 148+ 32 TJ-2828P TJ-2828 255 255
TJ-AG-2828-3H TJ-AT-2828-3H 280<280x230 148+ 81 TJ-2828P TJ2828 255 255
TIAG3428H  TUAT3428H  340x280%130 98 + 32 TJ-3428P TJ3428 315 255
TJ-AG-3428-1H  TJ-AT-3428-1H 3401280180 98 + B1 TJ-3428P TJ-3428 355 3565
i TJ-AG-3819-SH  TJ-AT-3819-SH 380190100 69 + 30 TJ3819P TJ3819 355 165
G = N S TJ-AG-3819H  TJ-AT-3819H  380x190x130 98 + 30 TJ-3819P TJ3819 355 165
T TJ-AG-3819-1H  TJ-AT-3819-1H 380x190x180 148+ 30 TJ-3819P TJ3819 355 165
TJ-AG-3828H  TJ-AT-3828H 380x280x130 98 + 32 TJ-3828P TJ-3828 355 255
ag— TJ-AG-3828-1H  TJ-AT-3828-1H 380x280x180 98 + 82 TJ-3828P TJ3828 355 255
™ TI-AG-3828-2H  TJ-AI-3828-2H 380x280>180 148+ 32 T1J-3828F TJ-3828 355 255
J & TJ-AG-3828-3H TJ-AT-3828-3H 380x<280x230 148+ 82 TJ-3828P TJ-3828 355 255
€ ) TJ-AG-2856H  TJ-AT-2856H 280<560x<130 98 + 32 TJ-2828P: TJ-2856 540 255
Cover + body TIAG3856H  TL-AT-3856H 380%560x180 148+ 32 TJ3828Py) TJ-3856 534 354

Hinges to be fixed on the longer side of enclosure.( If hinges on the
shorter side needed is available as customized request)

ors oA 5 1 e

Wall brackets for Plastic box Stainless steel hinge
MOEDL:WP-02 MOEDL:HG-02

Stainless steel latch
MOEDL:LC-02

Plastic mounting plate Cap for screw

MOEDL:ZC-510

Fixing bolets
MOEDL:LC-S12

Door hinge fixing piece
MOEDL:LC-S11

Steel mounting plate
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Plastic enclosure

MG,KG, TG series plastic enclosure

With high strength ABS, PC refractories and UV added material, the enclosure has beautiful appearance, high plasticity and
ruggedness. It is Suitable for terminal boxes, distribution panels, instrument boxes, electrical equipment boxes and control boxes,
simple and easytouse. Temperaturerange:-40to +120C ABS:Acrulonitrile Butadiene Styrene PC:Poly Carbonate

MG series plastic enclosure(plastic latch+hinge type)

plastic latch+hinge type Dimension(mm) Mounting plate nstallation
SIZze(mm)
Grey door Cleardoor WXHXD D1+D2 Plastic Metal W3 H3
TIMG2030  THMT-2030 200%300x180 130 +50 TJ2030P  TJ2030 270 170
TIMG-3030  TJHMT-3030 300x300x180 130 +50 TJ3030P TJ3030 270 270
TIMG3040  TJMT-3040 300x400x180 130 +50 TJ-3040P TJ-3040 370 270
TJMG3040-1  TJMT-3040-1 300>400%210 160 +50 TJ-3040P  TJ-3040 370 270
TUMG4050  TJMT-4050  400x500%200 150 +50 TJ4050P  TJ4050 470 270
TIMG4060  TJ-MT4060 400x600%220 170 +50 TJ-2030PX2 TJ4060 570 370
W3
[ & - o o8 o
ol L e P
| Y —— =
2l ——————+ '
!
= B @ @ (F |
Body Cover + body
KG series plastic enclosure(lock type)
$ : ; installation
lock type Dimension(mm) Mounting plate size(mm)
Grey door Cleardoor WXHXD D1+D2 Plastic Metal W3 H3
TJKG2030  TJKT-2030 200%300%180 130 +50 TJ2030P TJ2030 270 170
TJ-KG-3030 TJKT-3030 300300180 130 +50 TJ-3030P  TJ-3030 270 270
TIKG-3040  TJKT-3040 300x400<180 130 +50 TJ3040P TJ3040 370 270
TJKG-3040-1 TJKT-3040-1 300x400%210 160 +50 TJ3040P TJ-3040 370 270
TJKG4050  TJKT4050 400x500%200 150 +50 TJ4050P  TJ4050 470 270
TIKG4060  TJKT<4060 400x600%220 170 +50 TJ-2030PX2 TJ4060 570 370

Fixing bolts for inner door
MOEDL:WG-01

hinges for fixing inner door

MOEDL:WG-02

Fixed with |

nner plate

Fixed with inner plate

TG series plastic enclosure(metal latch+hinge type)

Steel mounting plate

Plastic mounting plate

Wall brackets for big plastic box
MOEDL:MG

Stainless steel hinge
MOEDL:HG-02

metal latch+hinge type Dimension(mm) Mounting plate  Installation
size(mm)
Grey door Cleardoor WXHXD D1+D2 Plastic  Metal W3 H3
TIMG-2227T TJ-MT-2227T 225x275x120 100 + 20 / TJ2227 238 188
TJ-MG-2030-ST TJMT-2030-ST 200X 300X 150 120 +30 TJ2030P  TJ2030 268 168
TJIMG-2030T  THVT-2030T 200X300X180 130 +50 TJ2030P  TJ2030 270 170
TJ-MG-3030T TJMT-3030T 300><300x180 130 +50 TJ-3030P TJ3030 270 270
T-MG3040T  TJHMT-3040T 300%400%180 130 +50 TJ3040P  TJ3040 370 270
TJMG-3040-1T TJMT-3040-1T 300%400X210 160 +50 TJ-3040P  TJ-3040 370 270
TIMG4050T  THVIT4050T 400X500%200 150 +50 TJ4050P  TJ4050 470 270
TIMG4060T  TI-MT4060T 400X600%220 170 +50 TJ-2030PX2 TJ4060 570 370
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Hoop(telegraph pole fixing)
MOEDL:BG 080

Stainless steel latch
MOEDL:LC-02

¥

plastic hinges for box MG KG

MOEDL:PH-01

MOEDL:PL-01

3.

plastic latch for box MG




Plastic enclosure

TE series plastic enclosure(plastic latch+hinge type)

Out of the plastic boxes which are selling at present, it's ability and working efficiency, the competitive power is much higher with the low price
same as the level of steel box. The products were added the electromagnetic interference(EMI) and prevent substance of the static electricity,
and the strong point was given to the relevant mechanical protection of electricity, electron and etc.

Temperature range:-40C to +120°C ABS:Acrulonitrile Butadiene Styrene PC:Poly Carbonate

Steel mounting plate

Plastic mounting plate

Wall brackets for Plastic box
MOEDL:WP-02

Fixed with inner plate
forbox Tel1722,TE

- - : : : installation
plastic latch+hinge type Dimension(mm) Mounting plate Sesinmn
Grey door Cleardoor WXHXD D1+D2 Plastic Metal W4 H4

- TE-AG-1015 TE-AT-1015 100x150x70 50 + 20 TJ1015P TJ1015 100 /
TE-AG-1020  TE-AT-1020 100<200X70 50 + 20 TJ1020P TJ1020 150 /
TE-AG-1126-S  TE-AT-1126-S  110x260<75 55 + 20 / TJ1126 200 40
TE-AG-1126  TE-AT-1126 110X 260X110 80 + 30 .f TS1126 200 40

- TE-AG-1315 TE-AT-1315 13515580 60 + 20 f TJ1315 100 100

 TE-AG-1318-S  TE-AT-1318-S  135x185X80 60 + 20 / TJ1318 130 100

- TE-AG-1318  TE-AT-1318 135X 185X110 90 + 20 / T)1318 130 100
TE-AG-1515 TE-AT-1515 150%150<90 70 + 20 TJ1515P TJ1515 100 100

- TE-AG-1722 TE-AT-1722 170 %X220x110 80 + 30 TJ722P TJ1722 161 [

- TE-AG-1727  TE-AT-1727 170%270X110 80 + 30 / T-727 180 100
TE-AG-1929  TE-AT-1929 190x290x140 110 + 30 TJ1929P TJ1929 210 120

. TE-AG-2530  TE-AT-2530 250%300%150 112 + 38 TJ2530P TJ2530 230 180
TE-AG-2530-1  TE-AT-2530-1 2504300180 140 + 38 TJ-2530P TJ2530 230 180

| TE-AG25351  TE-AT26351  250x350%150 110 + 38  TJ2536P TJ2535 275 175

- TE-AG-2535  TE-AT-2535 250%350X180 142 + 38 TJ2535P TJ2535 275 175

~ TE-AG-2919 TE-AT-2919 200%190X140 110 + 31 TJ-2019P TJ2919 120 210

. TE-AG-2939  TE-AT-2939 200<390X160 132 + 28 TJ2939P TJ2939 316 214
TE-AG-3030-S  TE-AT-3030-S  300:<300x 130 - 100 + 30 TJ-3030P TJ-3030B 251 251 |
TE-AG-3030-A  TE-AT-3030-4  300x300%<180 450 + 30 TJ-3030P TJ-3030B 251 251
TE-AG-3546 TE-AT-3546 350 4465X160 130 + 31 TJ3546P TJ3546 410 296
TE-AG-3546-1  TE-AT-3546-1  350x465X200 170 + 31 TJ-3546P TJ3546 410 296

NEW TE-AG-2020  TE-AT-2020  200x%200x150 120 + 30 TJ-2020P TJ-2020 150 180
NEW TE-AG-2939-1 TE-AT-2939-1 290x390x200 170 + 30 TJ-2939-1P TJ-2939-1 214 316

Inner door hinge fixing
MOEDL:LC-S11

1929,TE2939,TE3546

-

MOEDL:LC-512

]

N

Fixing bolts for inner plate  close with lead sealing

closed with lock

TE series plastic enclosure-big size switch box(metal latch+hinge type)

metal latch+hinge type Dimension(mm) Mounting plate
Grey door  Clear door WXHXD D1+D2 Metal
TE-AG-5363-S  TE-AT-5363-S 530 %X 630 185 150+ 35 TJ-5363
TE-AG-5363 TE-AT-5363 530 %630 % 255 220+ 35 TJ-5363
TEAGS3-S  TEATS373S  530X730x 185 150 + 35 145373
TE-AG-5373 TE-AT-5373 530 % 730 % 255 220+ 35 TJ-5373
TE-AG-6383-S  TE-AT-6383-S 630 % 830 < 185 150 + 35 TJ-6383
TE-AG6383 TE-AT-6383 630 X 830X 285 220+ 35 T.-6383

Cover + body

,\ g

metall latch hinge

material:2mm thickness Plastic frame for inner door

Aluminum inner door or
galvanised plate 1.5mm

wall brackets model;WP-02 for box:
TE-2530ATE-2530B TE-2535A
TE-2535B TE-2919A TE-2939A
TE-2939B TE-3030ATE-30308B
TE-3346A TE-3546A
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Plastic enclosure

TB series plastic enclosure

Out of the plastic boxes which are selling at present, it's ability and working efficiency, the competitive power is much higher with the low price
same as the level of steel box. The products were added the electromagnetic interference(EMI) and prevent substance of the static electricity,
and the strong point was given to the relevant mechanical protection of electricity, electron and etc.

Temperature range:-40 1o +120°C

ABS:Acrulonitrile Butadiene Styrene

PC:Poly Carbonate

. : : ; | ‘tngtallatiun
Plastic screw type Dimension(mm) Mounting plate G2
Grey door Cleardoor WXHXD D1+D2 Metal W3 H3
. TBAG0812  TB-AT-0812 80120 50 40 + 14 TJ-0812 88 88
TB-AG-1010  TB-AT-1010 100X 100%50 40 + 14 TJ-1010 68 108
TB-AG-1115  TB-AT-1115  110X150X70 49 + 25 TJ-1115 98 137
TB-AG-1419  TB-AT-1419  140X190% 70 51 + 25 TJ-1419 128 177
TB-AG-1924  TB-AT-1924 19024090 70 + 25 TJ-1924 170 226
TB-AG-1924-1 TB-AT-1924-1  190x240%160 70 + 96 TJ-1924 170 226
TB-AG-2230  TB-AT-2230 220300120 76 + 50 TJ-2230 200 280
TB-AG-2230-1 TB-AT-2230-1 220%300%160 76 + 90 TJ-2230 200 280
TB-AG-3038  TB-AT-3038  300x380%120 78 + 50 TJ-3038 281 278
TB-AG-3038-1 TB-AT-3038-1 300> 380 <183 78 + 100 TJ-3038 281 278
Size TBAG0812~TBAG1115 metal screw
o W3
| ==
(]
Cover|| |
7, S
!

J

v )

= L

N

Wall bracket Model:TB-086
for (TB-AG-1924-TB-AG-3038-1)

M N

¥

Wall brackets

Size TBAG1419-TBAG3038-1
plastic screw

Wall bracket Model:TB-05
for (TB-AG-1419)

Cover open at 90 degree
Size TBAG1419~TBAG3038-1
plastic screw

Metal mounting plate

TB series plastic enclosure with rubber sealing

Plastic screw+knock out type Dimension(mm)  Mounting installation
plate size(mm)

Grey door Cleardoor WXHXD D1+D2 Metal W3 H3 Holes
TB-AG-C60R  TB-AT-C60R b 60 X 45 / / / / 4
TB-AG-CTOR TB-AT-C7T0R b 70 % 48 - [ / / 4
TB-AG-0606R  TB-AT-0606R 75X 75x45 417 + 10 / / / 7
TB-AG-0808R  TB-AT-0808R 8989 x50 46.5+ 10 / / / 7
TB-AG-0812R  TB-AT-0812R  80x120x54 43 + 14  TJ0812 88 88 6
TB-AG-1010R  TB-AT-1010R  100x100x54 43 + 14  TJ1010 68 108 6
TB-AG-1115R  TB-AT-1115R  110x150x72 52 + 25  TJ-1115 98 137 10
TB-AG-1419R  TB-AT-1419R 14019076 54 + 25  TJ1419 128 177 10
TB-AG-1924R  TB-AT-1924R  190x240%95 70 + 25  TJ1924 170 226 12
TB-AG-1924-1R  TB-AT-1924-1R 190 240%165 70 + 96  TJ-1924 170 226 12
TB-AG-2230R  TB-AT-2230R  220x300%125 76 + 50  TJ-2230 200 280 12
TB-AG-2230-1R  TB-AT-2230-1R 220x300x185 76 + 96  TJ-2230 200 280 12
TB-AG-3038R  TB-AT-3038R  300x380x125 78 + 50  TJ-3038 281 278 12
TB-AG-3038-1R  TB-AT-3038-1R  300x380x185 78 + 110 TJ-3038 281 2718 12

rubber sealing
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Plastic enclosure

TJ series Non-standard plastic enclosure

-

Sculpt processing service Silk-screen printing and letter sculpturing service
TIBOX Inc.meet on customer's variety of request by a sophisticated hole A vivid silk—screen printing and letter sculpturing service make your
processing technology on the basis of accumulated experience. product outstanding.
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Plastic enclosure

TJ series industrial socket plastic box

High strength ABS material, appearance is beautiful and easy, has the very high plasticity and robustness. Applicable to theoutlet
box terminal box ,distribution board , instrument box, box and control box convenient for power equipment .

dismountable and design unique hinge ,up and down or so can be opened.

thickness:5.0mm

Screw type Size(mm) Dimension Plate Plate
size
Grey door WXHXD W1 H1 D1 D2 model

TJ-AG-2234  220X340X145 314 194 40 105  TJ-2234 198 318
TJ-AG-2730  270X300X145 274 244 40 105  TJ-2730 245 275
TJ-AG-3040  300X400X160 374 274 55 105 TJ-3040 275 375
TJ-AG-2746  270Xx460X160 434 244 55 106  TJ-2746 245 435
TJ-AG-3052  300X520X160 494 274 55 105  TJ-3052 213 495
TJ-AG-3654  360X540X180 514 334 55 125  TJ-3654 333 513

- vy & B OB " *
= 38 30 38 % :
e E0E

MOUNT ING PLATE

Accessories
1 ¥
[~ 3%
o ~
-' " & L
- N
=D 2

Inside hige

84

k4
Lk
S

°

Inside hige  Upright post fixing Installing rail

MOEe! Hinge model Hinge model Hinge model
TJ-AG-2234 HG-05 BG-081 $G-01
TJ-AG-2730 HG-05 BG-082 SG-02
TJ-AG-3040 HG-086 BG-083 5G-03 Upright post fixing
TJ-AG-2746 HG-06 BG-082 $G-02
TJ-AG-3052 HG-06 BG-083 SG-03
TJ-AG-3654 HG-07 BG-084 3G-04

Installing rail

- “
- F:J

TW1010 for main switch,

TW1010 for main switch, TWO0808 for indicator 4pcs
TWOBO0S for 96x98mm panel meter TW4P for circuit breaker 4POLES
TW10P for circuit breaker 10POLES TWOB08 for 86%wall switch Wall mount bracket
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Plastic enclosure

Portable industrial socket plastic box(black screwtype)

Portable,and provide flexible power supply output. Executive standard:DIN VDE0623 IEC60309-2
Protection degree:IEC60529 |IP44 IP67

ABS:Acrulonitrile Butadiene Styrene

Temperature range:-40C to +120°C
PC:Poly Carbonate

VATRE
g

black screw

-

black screw,open at 180 degree

Screw type Dimension(mm) Mounting plate nstallation
size(mm)

Greydoor Cleardoor WXHXD  D1+D2 Plastic Metal W3 H3

TJ-AG-2819X  TJ-AT-2818X 280190 %150 100+ 50 TJ-2819P TJ-2819 255 165

TI-AG2819-1X TL-AT-2813-1X  280X190X200  150+50 TJ-2819P TJ2819 255 165

TIAGIIX  TAATBION  380X190X150  100+50 TLBIP T30 355 165

TI-AG-3819-1X T-AT-3819-1X 380X 190200  150+50 TJ3819P TJ-3819 355 165

back view

Portable industrial socket plastic box

TJ series plastic enclosure(corner hinge +screw type)

; : : : installation
Hinge+Screw type Dimension{mm) Mounting plate siz8(mm)
| Greydoor Cleardoor WXHXD  D1+D2 Plastic Metal W3 H3
P— TJAG-2810L  TJ-AT-2810L  280x190%130 100+30 TJ-2819P TJ-2819 255 165
TJ-AG-2819-1L  TJ-AT-2819-1L 280x<190x180 100+ 80 TJ-2819P TJ-2819 255 165
ggg:f;{’%f‘a%ﬂ&egm TJ-AG-2819-2L  TJ-AT-2819-2L 280%190x180 150+ 30 TJ-2819P TJ-2819 255 165
TJ-AG-2819-3L  TJ-AT-2819-3L 280x190x230 150+ 80 TJ-2819P TJ-2819 255 165
TJAG-2828L  TJ-AT-2828L  280x280x130 100+30 TJ-2828P TJ2828 255 255
T)-AG2828-1L  TJ-AT-2828-1L 280x280x180 100+80 TJ2828P TJ-2828 255 255
TJ-AG-2828-2L  TJ-AT-2828-2L 280x280x180 150+ 30  TJ-2828P T7J-2828 255 255
TJ-AG-2828-3L  TJ-AT-2828-3L 280x280x230 150+80 TJ-2828P TJ-2828 255 255
. TIAG-3428L  TJ-AT-3428L  340x280x%130 100+30 TJ-3428P TJ-3428 315 255
corner hinge, TJ-AG-3428-1.  TJ-AT-3428-1L 340x<280x180 100+ 80  TJ-3428P TJ-3428 355 355
open at 180 degree TJ-AG-3819-SL  TJ-AT-3819-SL 380x190X100 70 +30 TJ-3819P TJ3819 355 165
TJI-AG-3819L  TJ-AT-3819L  380x<190x130 100+30 TJ-3819P TJ3819 355 165
I TJAG-3819-1L  TJ-AT-3819-1L 380x190x180 150+30 TJ-3819P TJ-3819 355 165
TJAG-3828L  TJ-AT-3828L  380%280x%130 100+30 TJ-3828P TJ-3828 355 255
{f TJ-AG-3828-1L  TJ-AT-3828-1L 380X 280x180 100+ 80 TJ-3828P TJ-3828 355 255
1 TJ-AG-3828-2L  TJ-AT-3828-2L 380x280x180 150+30 TJ-3828P TJ-3828 355 255
J 0 TJ-AG-3828-3L  TJ-AT-3828-3L 380x280%230 150+ 80 TJ-3828P TJ3828 355 255
TJ-AG-2856L  TJ-AT-2856L  280x560x130 100+30  TJ-2828P:2 TJ-2856 540 255
Body Cover + body TJ-AG-3856L  TJ-AT-3856L  380%560x180 150+ 30  TJ-3828P: TJ-3856 534 354
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Plastic terminal block box

Terminal block box

. : installation
Screw type Dimension(mm) Skt
Grey door WXHXD D1+D2 W3 H3
TJ4P 102 50 % 40 33 + 8 25 41
TJ6P 126%56%40 33 + 8 88 46

Cover + body

. . installation
Screw type Dimension(mm) skzatram)
Grey door WXHXD D1+D2 W3 H3
TJ4PK 70X 56 % 43 35 +8 578 41
TJ6P-K 91 X 55 % 43 35 +8 a1 45
- 5 D2
| E=C ) N
I
e ] [O=vd (& fof
4 21 Knock out
Body & Cover

Screw type Dimension{mm) galison
size(mm)

Grey door WXHXD D1+D2 W3 H3
TJ-4P-M 91 X 55 x 43 33 + 8 78 47
TJ-6P-M 91 X 75X 43 33 +8 81 65
TJ-10P-M 110 <91 < 43 36 + 8 102 &4
..._[}1_-.-| D2

ﬂ,,.,»!' o E

O O —

Cover

Di : installation
Screw type imension(mm) Sha i)
Grey door WXHXD D1+D2 W3 H3
TJ-10P 110X75x40 32 +8 100 65
TJ-15P 180X 110%55 395+ 16 168 88
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Plastic terminal block box

Terminal block box

TJ-20P-S

TJ-15P-S

Screw type Dimension(mm) installation
size(mm)
Grey door WXHXD D1+D2 W3 H3
TJ-15P-S 18010075 60 + 16 168 88
TJ-20P-5 22310075 60 + 16 213 92
TJ-15P-M 180x100x75 60 + 16 168 88

TJ-20P-M 223%100%75 60 + 16 213 92

- W‘E — ) —= D2
J (Ga

2 0] E

Cover

TJ-40P-S

Screw type

Grey door

TJ-30P-S
TJ-30P-M
TJ40P-S
TJ40P-M

Dimension(mm)

WXHXD D1+D2

200150100 80 + 20
200x200%95 75 + 20
250x 150100 80 + 20
250%200%100 75 + 25

installation
size(mm)
W3 H3
181 13
181 181
232 131
232 182
D2

-

= @

:I K
= 1

oG-

Cover

Screw type

Grey door
TJ-45P
TJ-50P
TJ-60P

Dimension(mm)

WXHXD D1+D2
380%¢190%100 70 + 30
380 < 190 % 100 70 + SI_J
380 190 X 100 70 + 30

installation
size(mm)
W3 H3
356 166
356 166
306 166

Cover

: - installation
Screw type Dimension(mm) size(mm)
Grey door WXHXD D1+D2 W3 H3
PBT-3P 65 33 % 24 195+45 578 258
PBT4P 60 40 % 24 195+45 528 328
PBT-6P 70x50%24 19 +5 62 42
w3 — D12
[ | | @ et
} @J -
_ [IEX L_
o _ SICIEN (
! & !
@ [ 1_©O0] [ =
Body Cover + body

TIBO
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Plastic terminal block box

NEW

FM series quakeproof screw-free terminal block box

FM-6P

FM-10P

The FM series shock-proof screw-free terminal box is die-cast from
high quality ABS/PC material.

It has the characteristics of reasonableand simple structure,
excellent impact resistance,effective sealing performance and good
anti-electromagnetic inter.ference

Wiring terminal boards or other electrical components can be
installed in the junction box for a variety of automation applications.

The back of the circuit board can be connected in parallel, we will
offer parallel service for customers if the quantity100pcs more.

Product model Size: WxHxD W1 W2 W3 H1 H2 H3 D1 D2
FM-6P 70 X 55 X43mm 55 44 545 70 589 69.5 35 8
FM-10P 92 X 56 X43mm 56 47 55 92 81591 35 8
FM-15P 90.5X 45 X50mm 70 61 70 125 114 125 40 8
FM-20P 125 X 70 X48mm 70 61 70 125 114 125 40 8

FM-30P

FM-40P

Product model Size:WxHxD W1 W2 W3 H1 H2 H3 D1 D2

FM-30P 125 X90X48mm &1 90 90 114 125 125 40
FM-40P 125X90X48mm 81 90 90 114 125 125 40

Do 0

FM-30P-M

FM-40P-M

Product model Size:WxHxD W1 W2 H1 H2 D1 D2

FM-30P-M 125X 90 X 48 mm 90 00 | 125 | 125 40 8
FM-40P-M 125 X 90 X 48 mm 90 90 | 125 125 40 8
H1 D2 H2
ol i fo H o,
T o
= =
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Polyester enclosure

Polyester enclosure

TIP series are new type, it made by polyesters. The characteristics of the polyesters is its own min 30% fibre glass, make it reached high
resistance and mechanical stiffness, have the same effect of metal enclosure which is 3 times heavier than it. Compared with metal enclosure,
TIP series are lighter, more adequate for corrosion and dankish environment.
Material:fiberglass/ SMC,self-extinguishable or UV material are on request

)
Supply include: %
door with lock system,enclosure,wall mount brackets 4pcs/set.
Mounting plate to be supplied separately as to the clients request s
Resistance against rusting and corrosion by chemical or atmospherical condition IE N
Easy to machine/easy to move around and install because of its lightness. B
Door hinges allows more than 180" opening. /]
Protection degree: IP65 / H
4
A |l ® {/
6,/
‘/
: /!
/Y
177
Inner door
I Clear door

Polyester box(fiber glass box,GRP box)

Model Dimension(mm)
Grey door Glassdoor W H D
TIP-325 TX-325 250 300 140
TIP-43 TX-43 300 400 200
TIP-44 TX-44 400 400 200
TIP-54 TX-54 400 500 200
TIP-64 TX-64 400 600 230
TIP-65 TX-85 500 600 230
TIP-86 TX-86 600 800 300
Polyester enclosure single door Polyester enclosure with glass door

| M | | C | Polyester mounting plate Galvanised mounting plate
; } b 53 Dimension(mm) Dimension(mm)
Model M N Model C E
PP-325 221 238 TI-325 263 201
N E PP-43 311 286 TI-43 353 245
PP-44 308 386 TI-44 349 345
PP-54 408 386 TI-54 453 345
¢ : PP-64 511 386 TI-64 553 345
Polyester mounting plate Galvanised mounting plate P9 308 480 TI-65 553 447

PP-86 706 281 TI-86 749 240




Polyester enclosure

Inner door for polyester box

Inner door for polyester box

Model Dimension(mm)
metal For box door
Inner door A B W H

TP-43 364 245 300 400

TP-44 364 345 400 400

TP-54 464 345 400 500

TP-64 564 345 400 600

TP-65 564 445 500 600

TP-86 764 545 600 800

i e
B
Door
Model No.of breakers Breakers qty(PCS) No.of rows
W H

MDTT43 300 400 2rows X 12P 24 2
MDTT44 400 400 2 rows X 18P 36 2
MDTT54 400 500 Jrows X 18P 54 3
MDTTG4 400 600 4 rows X 18P 72 4
MDTT65 500 600 4 rows X 23P 92 4
MDTT86 600 800 4 rows X 29P 145 5

Accessories forpolyesterenclosure

Key lock Standard lock Wall mount brackets
model:MS705-3E model:MS-01 model: TXP-01
package:1pc package:1pc package:4pcs/set

Hoop(telegraph pole fixing)

| SRR S
model:TIP-080 Fixed on the telegraph pole Fixed on the telegraph pole

package:2pcs/set
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Polyester enclosure

PSM series polyester box

Out of the polyester boxes which are selling at present, it's ability and working efficiency, the competitive power is much higher with the low
price same as the level of steel box. The products were added the electromagnetic interference(EMI|) and prevent substance of the static
electricity, and the strong point was given to the relevant mechanical protection of electricity, electron and etc.

Temperature range:-40to +120C SMC:Fiber glass( body) SMC:Fiber glass(cover)

Screw type Dimension(mm) Mounting plate

Grey door WXHXD D1+D2 Metal

PSM-0708 80X 75 X85 40 + 15 TJ-0708
PSM-0711 MOX T3 X35 40 +15 TJ-0711
PSM-1212 122120 %90 65 +25 TJ-1212
PSM-1616 160x 160290 70 +20 TJ-1616
PSM-1626 160 260 < 90 70 +20 TJ-1626
PSM-2525 250250120 95 +25 TJ-2525
PSM-2540 250x 400120 95 +25 TJ-2540

D1

Body Cover + body

PSG,PST series polyesterenclosure

Out of the polyester boxes which are selling at present, it's ability and working efficiency, the competitive power is much higher with the low
price same as the level of steel box. The products were added the electromagnetic interference(EMI) and prevent substance of the static
electricity, and the strong point was given to the relevant mechanical protection of electricity, electron and etc.

Temperature range:-40to +120°C  SMC:Fiber glass( body) PC:Poly Carbnate(cover)

Dimensio Mounting plate Ens_tallat]nn
Screw type e n{mm) gp siza(mm)
Grey door Cleardoor WXHXD D1+D2 Metal W3 H3
PSG-2718 PST-2718 270 X180x170 125 + 45 TJ-2718 265 155
P5G-3627 PST-3627 360X 270170 125 + 45 TJ-3627 355 245
W3

i ':-

Steel mounting plate

03




Transparent contact protection window hood

Transparent contact protection window hood

W1 03
s - L
H2 H3i { H1
L R1MG 0 5
Window hood Dimension(mm) installation size(mm)
WXHXD W1 W2 H1 H2 H3
TWZ2P A7 X 99 30 40 o7 75 99 25
TW3P 5% 10130 58 75 76 101 55
TW4P 02 X 97 X 31 75 92 76 o7 58
TWaP 110 X 99 = 31 94 110 77 99 o8
TW2P TWEP 128 X 99 X 31 112 128 77 99 58
TWEP 164 % 98 x 31 148 164 76 98 58
TWI10P 200X 99 X 31 184 200 76 98 58
TW12P 236 109 % 31 20 236 76 109 64
TW13P 254 %108 X 31 238 254 76 108 63
TW16P 308 x 128 X 31 292 308 101 123 70
TW18P 344 * 123 X 31 328 344 102 123 70
TW0808 106 % 124 X 32 86 106 103 124 87
TW1010 120 137 % 32 100 120 116 137 100
Rail RAB
Model: RAB --
R ——— | . m
- 4 4
Lo
edda
TW6P . =
Rail A Rail B Screws

r =

v Y

Fix Rail B with Screws, on Rail A

TW12P

TW1010

TWO0808

TW1010: for 96x96mm size panel meter,temperature controller,
swith,circuit breaker,etc
TWOB08: for 86# wall switch,72# size panel meter,temperature controller,etc
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Industrial plugs series

16A AND 32A LOW VOW VOLTAGE INDUSTRIAL PLUGS AND SOCKET-OUTLETS IEC 309 STANDARDS-IEC 309 HP

Rated

Rated

Current Voltage | Freguency Poles Reference h
(In) (Un)
IP44 IP67 P44 IP67
110V | 50/60HZ | 2P+E 4 T247 T277 1509 1539
16A 50/60HZ | 2P+E 6 T248 T278 T510 T540
3P+E 6 T252 T282 T514 T544
50/60HZ
3P+N+E 6 T3 T288 T5 1550
50/60HZ | 2P+E 4 T259 1289 1521 T551
AoA 50/60HZ | 2P+E 6 T260 T290 1522 1552
6 1264 1294 1526 1556
50/60HZ |5
3P+N+E 6 T4 T300 T6 1562
50/60HZ | 2P+E 6 T1227 T1571 T1237 T1574
63A 3P+E 6 T1231 T1110 T1241 T T
20/60H2 3P+N+E 6 T1235 T1114 T1245 T1121
50/60HZ | 2P+E 6 T3400 T3390
125A 3P+E 6 T1443 T1450
50/60HZ
3P+N+E 6 T1447 T1454
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Industrial plugs series

16A AND 32A LOW VOW VOLTAGE INDUSTRIAL PLUGS AND SOCKET-OUTLETS IEC 309 STANDARDS-IEC 309 HP

Industrial plugs economic series

Rated Rated
Current Voltage
(In) (Un)
16A
32A

Frequency Poles Reference h
P44 P44 P44 P44

50/60HZ | 2P+E 6 013 213 313 113

3P+E 6 014 214 314 114
S0/60HZ 3P+N+E 6 015 215 315 115
50/60HZ | 2P+E 6 023 223 323 123

3P+E 6 024 224 324 124
50/60HZ

3P+N+E 6 025 225 325 125

SCHUKO Plug/Connector/Socket I1P44

Rated

Rated

Current Voltage | Frequency Poles Reference h
(In) (Un)
IP44 IP44 IP44 P44
16A 50/60HZ| 2P+E 6 T10838 T10843 T11031 T12031
| -
o ; ...iﬁl_ ‘.I:,!Fr‘ﬁaﬂh
=" et ¥ ) L 1
P44 IP67 P44 P67 P44 IP67
71628 T217 T1462 T1474 T101 T1192
T1629 7218 T1463 T1475 T105 T1196
T1390 T222 T1467 T1479 T111 T1200
T1385 T228 T1473 T1485 T1421 T1202
T1394 1229 T1491 T1501 T1425 T1206
71395 7230 T1492 T1502 T1557 T1210
T1399 T234 T1496 T1506 T1137 T128
T3451 7240 T1500 T1551 T1141 T132
T1261 T1264 T1147 T2180 T1145 T136
T1248 T1124 T1151 T205
T1252 T1128 T1155 7209 T138
13380 T3575 T143
T1457 T212
T1461 T216
56 T BiXX
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PG type nylon cable glands

Material:PA(AYLON),UL94 V-2;

» PROFILE

1
gy
o

Washer
(Gasket)

Lock Nut

Sealing

Insert

Thead-Lock
Sealing Nut

Thread YX2X AG GL
mm mm mm mim mm

®D1

PG7
PG7
PGY
PGY
PG11
PG11
PG13.5
PG13.5
PG16
PG16
PG21
PG21
PG29
PG29

PG36
PG36

PG42
PG42
PG48
PG48

3-6.5

2-5
4-8
2-6
5-10
347
6-12
5-9
10-14
7-12
13-18
9-16
18-25
13- 20
22-32
20- 26
32-38
25-31
37-44
29- 35

12.5
12.5
15.2
15.2
18.6
18.6
20.4
20.4
22.5
22.5
28.3
28.3
37

37

47

47

54

54

59.3
59.3

O | 0o |00 00 |00 | QO | OO

10
11

11
11

11
13
13
13
13
14
14

H

21
21

22
22
25
25
27
27
28
28
31

31
39
39
48
48
49
49
49
49

& PanelMounting
Hole(mm)

15
15
19
19
22
22

24
24

27
27
33
33
42

42
93
93
60
60
65
65

12.5-12.8
12.5- 12.8
15.2 - 15.5
15.2- 15.5
18.6- 18.9
18.6 - 18.9
20.4- 20.7
20.4- 20.7
22.5- 22.8
22.5-22.8
28.3- 28.6
28.3- 28.6
37 - 37.3
37 - 37.3
47 - 47.3
47 - 47.3
54 - 54,3
54 - 54.3
59.3 - 59.6

28.3 - 99.6

Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uo to 120°C
-207C to 80°C in static state instantaneous heat resistance uoto 100°C

PatNO Std.Pkg.
pcs

Grey

PG7-6-8
PG7-5-8
PG9-8-8
PG9-6-8
PG11-10-8
PG11-7-8
PG13.5-12-9
PG13.5-9-9
PG16-14-10
PG16-12-10
PG21-18-11
PG21-16-11
PG29-25-11
PG29-20-11
PG36-32-13
PG36-26-13
PG42-38-13
PG42-31-13
PG48-44-14
PG48-35-14

50
50
50
50
20
20
50
50
50
50
50
20
10
10
10
10
10
10
10
10

Mtype nylon cable glands

Material:PA(AYLON),UL94 V-2;

% PROFILE

Washer

Bod
(Gasket) o

Lock Nut

Color Customization: [] RAL9003

B
*
W

Sealing

Insert

[ ] RAL7035

Thead-Lock
Sealing Nut

B RAL7001

Thread 2K AG GL H & PanelMounting PatNO Std.Pkg.
®D1 mm mm mm mm mm  Hole(mm) Grey pcs
M12X1.6 3-65 12 8 21 15 12 - 12.3 M12-6-8 50
M12X1.5 2-5 12 3 21 15 12 - 12.3 M12-5-8 50
M16X1.5 4-8 16 o] 22 19 16 - 16.3 M16-8-8 20
M16X1.5 2-6 16 8 22 19 16 - 16.3 M16-6-8 o0
M20X1.58 6-12 20 8 27 24 20 - 20.3 M20-12-9 a0
M20X1.5 5-9 20 8 27 24 20 - 20.3 M20-9-9 o0
M25X1.5 13-18 25 9 31 33 25 - 25.3 M25-18-11 50
M25X1.5 9-16 25 9 31 33 25 - 258.3 M25-16-11 20
M32X1.5 18-25 32 10 39 42 3L = 323 M32-25-11 10
M32X1.5 13-20 32 10 39 42 32 - 32.3 M32-20-11 10
M40X1.5 22-32 40 11 48 53 40 - 40.3 M40-32-13 10
M40X1.5 20-26 40 11 48 53 40 - 40.3 M40-26-13 10
M50X1.5 32-38 o0 11 49 60 50 - 50.3 M50-38-13 10
M50X1.5 25-31 50 11 49 60 50 - 50.3 M50-31-13 10
MB3X1.5 37-44 63 13 49 65/68 63 - 63.3 M63-44-14 10
MB3X1.5 29-35 63 13 49 65/68 63 - 63.3 MB63-35-14 10
B RALS005 B RAL5012 B RAL3020 Bl RAL6032 [ ] RAL1026

b

o7

Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uoto 120C
-20°C to 807C in static state instantaneous heat resistance uo to 100°C
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PG-length type nylon cable glands

Material:PA(AYLON),UL94 V-2; Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uoto 120C
-20°C to 807C in static state instantaneous heat resistance uo to 100°C

- Thread 2k AG GL H & PanelMounting PatNO Std.Pkg.
®D1 mm mm mm mm mm Hole(mm) Grey pcs
t PG7 J-6.5 12.5 15 21 1o 12.5-12.8 P7-6-15L 50
| PG7 2-9 12.5 15 21 15 12.5- 12.8 P7-5-15L 20
5* | : PGY 4-8 15.2 15 22 19 15.2-15.5 P9-8-15L o0
i “E;.l PG9 2-6 i i s 22 19 19.2- 15.5 P9-6-15L a0
PG11 5-10 18.6 15 ik 22 18.6- 18.9 P11-10-15L 50
Lock Nut (geaakat Body T meati PG11 3-7 186 15 25 22  186-189  P11-7-15L 50
PG13.5 6-12 20.4 15 27 24 204- 20.7 P13.5-12-15L 20
PG135 5-9 20.4 15 27 24 20.4 - 20.7 P13.5-9-15L 510
PG16 10-14 22.5 15 28 27 22.5- 22.8 P16-14-15L o0
PG16 f-12 22.5 15 28 27 22.5- 228 P16-12-15L 20
PG21 13-18 28.3 19 31 30 28.3- 28.6 P21-18-15L 50
PG21 9-16 28.3 15 31 33 28.3- 28.6 P21-16-15L 50
PG29 18-25 37 15 39 42 % il 7 P29-25-15L 10
PG29 13-20 37 15 39 42 37 - 37.3 P29-20-15L 10
PG36 22-32 47 18 48 53 47 - 47.3 P36-32-18L 10
PG36 20-26 47 18 48 23 47 - 47.3 P36-26-18L 10
PG42 32-38 54 18 49 60 64 - 54.3 P42-38-18L 10
PG42 25-31 54 18 49 60 54 - 54.3 P42-31-18L 10
PG48 37-44 59.3 18 49 65 29.3 - 59.6 P48-44-18L 10
PG48 29-35 59.3 18 49 65 599.3 - 99.6 P48-35-18L 10

M-length type nylon cable glands

Material:PA(AYLON),UL94 V-2;: Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uo to 120°C
-20°C to 807 in static state instantaneous heat resistance uo to 100°C

= PROFILE

Thread ¥k AG GL H & PanelMounting PatNO Std.Pkg.

®D1 mm mm mm mm mm Hole(mm) Grey pcs
M12X15 3-65 12 15 21 15 12:=12.3 M12-6-15L 50
Lock Nut | aakeat Body e L i MI2X15 2-5 12 15 29 15 12 -123  M12-5-15L 50
- M16X1.5 4-8 16 15 22 19 16 - 16.3 M16-8-15L 50
M16X1.5 2-6 16 15 22 19 16 - 16.3 M16-6-15L 50
M20X15 6-12 20 15 27 24 20 - 20.3 M20-12-15L 50
M20X1.5 5-9 20 16 27 24 20 - 20.3 M20-9-15L 50
M25X1.5 13-18 25 15 31 33 25 - 25.3 M25-18-15L 50
M25X1.5 9-16 25 15 31 33 25 - 25.3 M25-16-15L 50
M32X1.5 18-26 32 15 39 42 32 - 32.3 M32-25-15L 10
M32X1.5 13-20 32 15 39 42 32 - 32.3 M32-20-15L 10
M40X1.5 22-32 40 18 48 53 40 - 40.3 M40-32-18L 10
M40X1.5 20-26 40 18 48 53 40 - 40.3 M40-26-18L 10
M50X1.5 32-38 50 18 49 60 50 - 50.3 M50-38-18L 10
M50X1.5 25-31 50 18 49 60 50 - 50.3 M50-31-18L 10
M63X1.5 37-44 63 18 49 65/68 63 - 63.3 M63-44-18L 10
M63X1.5 29-35 63 18 49 65/68 63 - 63.3 M63-35-18L 10

Color Customization: [] RAL9003 [J] RAL7035 B RAL7001 B RAL9005 B RAL5012 B RAL3020 B RAL6032 ] RAL1026
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PG/M-length nylon cable glands with strain relief

Material:PA(AYLON),UL94 V-2; Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uo to 120°C

-20°C to 807C in static state instantaneous heat resistance uo to 100°C
PG-length nylon cable glands with strain relief

= PROFILE
° Thread YK AG GL H & PanelMounting PatNO Std.Pkg.

®D1 mm mm mm mm mm Hole(mm) Grey pcs

PG7 3-65 125 8 54 15/16 125-128 FZ-P7-6-8 10

PG7 2-5 125 8 54 15/16 12.5- 128 FZ-P7-5-8 10

: PG9 4-8 152 8 B3 19 15.2- 15,5 FZ-P9-8-8 10
PGY 2.6 152 8 63 19 15.2- 155 FZ-P9-6-8 10

x5 PG11 5-10 186 8 78 22 18.6- 18.9 FZ-P11-10-8 10
© 20 PG11 3-7 186 8 78 22 18.6- 189 FZ-P11-7-8 10
PG13.5 6-12 204 9 90 24 20.4- 207 FZz-P13.5-12-9 10

PG135 5-9 204 9 90 24 204-207 FZ-P13.5-9-9 10

oy E’Eajshkf” Body | ooi'd gggﬁgg'-ﬁgf PG16 10-14 225 10 100 27 225-228 FZ-P16-14-10 10
PG16 7-12 225 10 100 27 225-228 FZ-P16-12-10 10

PG21 13-18 28.3 11 114 33 28.3- 28.6 FZ-P21-18-11 10

PG21 9-16 283 11 114 33 28.3-28.6 FZ-P21-16-11 10

PG29 18-25 37 11 123 42 37 - 37.3 FZ-P29-25-11 10

PG29 13-20 37 11 123 42 37 - 37.3  FZ-P29-20-11 10

PG7 3-65 12.5 15 54  15/16 125-128 FZ-P7-6-15L 10

PG7 2-5 125 15 54 15/16 12.5- 128 FZ-P7-5-15L 10

PG9 4-8 152 15 63 19 15.2- 15.,5 FZ-P9-8-15L 10

PGY 2.6 15.2 15 63 19 15.2- 155 FZ-P9-6-15L 10

PG11 5-10 186 15 78 22 18.6- 18.9 FZ-P11-10-15L 10

PG11 3-7 186 15 78 22 18.6- 18.9 FZ-P11-7-15L 10

PG13.5 6-12 204 15 90 24 20.4-20.7 FZ-P13.5-12-15L 10

PG13.5 5-9 204 15 90 24 20.4-20.7 FZ-P13.5-9-15L 10

PG16 10-14 225 15 100 27 225- 228 FZzZ-P16-14-15L 10

PG16 7-12 225 15 100 27 225- 228 FZ-P16-12-15L 10

PG21 13-18 28.3 15 114 33 28.3- 28.6 FZ-P21-18-15L 10

PG21 9-16 28.3 15 114 33 28.3- 286 Fz-P21-16-15L 10

PG29 18-25 37 15 123 42 37 - 37.3 FZ-P29-25-15L 10

PG29 13-20 37 15 123 42 37 - 37.3  Fz-P29-20-15L 10

Thread XX AG GL H PanelMounting PatNO Std.Pkg.
®D1T mm mm mm mm mm  Hole(mm) Grey pcs
M12X1.5 3-65 12 8 54 15/16 12 - 12.3 FZ-M12-6-8 10
M12X1.5 2-5 12 8 54 15/16 12 - 12.3 FZ-M12-5-8 10
M16X1.5 4-8 16 8 63 19 16 - 16.3 FZ-M16-8-8 10
M16X1.5 2-6 16 8 63 19 16 - 16.3 FZ-M16-6-8 10
M20X1.5 6-12 20 9 90 24 20 .-.20.3 FZ-M20-12-9 10
M20X1.5 5-9 20 9 90 24 20 - 20.3 FZ-M20-9-9 10
Lock Washer Sealing Thead-Lock M25X1.5 13-18 25 11 114 33 25 - 25.3 FZ-M25-18-11 10

(Gasket) Sealing Nut
M25X1.5 9-16 25 11 114 33 25 - 25.3 FZ-M25-16-11 10
M32X1.56 18-25 32 11 123 42 32+ 32,3 FZ-M32-25-11 10
M32X1.5 13-20 32 11 123 42 32 - 32.3 FZ-M32-20-11 10
M12X1.5 3-65 12 15 54 15/16 12 - 12.3 FZ-M12-6-15L 10
M12X1.5 2-5 12 15 54 15/16 12 - 12.3 FZ-M12-5-15L 10
M16X1.5 4-8 16 15 63 19 16 - 16.3 FZ-M16-8-15L 10
M16X1.5 2-6 16 15 63 19 16 - 16.3 FZ-M16-6-15L 10
M20X1.5 6-12 20 15 90 24 20 - 20.3 FZ-M20-12-15L 10
M20X1.5 5-9 20 15 90 24 20 - 20.3 FZ-M20-9-15L 10
M25X1.5 13-18 25 15 114 33 25 - 25.3 FZ-M25-18-15L 10
M25X1.5 9-16 25 15 114 33 25 - 25.3 FZ-M25-16-15L 10
M32X1.5 18-25 32 15 123 42 32 - 32.3 FZ-M32-25-15L 10
M32X1.5 13-20 32 15 123 42 32 - 32.3 FZ-M32-20-15L 10
Color Customization: [ ] RAL9003 ] RAL7035 B RAL7001 B RALS005 B RAL5012 B RAL3020 Bl RAL6032 ] RAL1026
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PG/M wl::i-:"firifﬁﬂf'u n M:m cable glands with stretching resistance

PG/M-length nylon cable glands with stretching resistance

Material:PA(AYLON),UL94 V-2; Hermetic seal:NBR,EPDM; O-Ring:EPDM Color:Grey,Black,other colors customized
Working temperature: -40°C to100°C in static state instantaneous heat resistance uoto 120°C
-20°C to 807 in static state instantaneous heat resistance uo to 100°C

PG-length nylon cable glands with stretching resistance

W:QDFILE > Thread ¥ AG GL H & PanelMounting PatNO Std.Pkg.

Y ®D1 mm mm mm mm mm  Hole(mm) Grey pcs
N/ w

= %\ PG7  3-65 125 8 36 15 125-12.8  KL-P7-6-8 50
%\ PG7  2-5 125 8 36 15 125- 12.8  KL-P7-5-8 50
| PG9  4-8 152 8 36 19 15.2- 155  KL-P9-8-8 50
Ry ke PG9 2-6 152 8 36 19 15.2- 155 KL-P9-6-8 50
3 N PG11 5-10 18.6 8 38 22 18.6- 18.9  KL-P11-10-8 50
¢D1 PG11 3-7 18.6 8 38 22 18.6- 18.9  KL-P11-7-8 50
PG13.5 6-12 20.4 9 38 24 20.4-20.7 KL-P13.5-12-9 50
PG13.5 5-9 204 9 38 24 20.4-207 KL-P13.5-9-9 50
PG16 10-14 225 10 41 27 225-228 KL-P16-14-10 20
F\éfs“kf” i ;ggﬁﬁ;ﬁﬁt‘ PG16  7-12 225 10 41 27 225-228 KL-P16-12-10 20
PG21 13-18 28.3 11 46 33 28.3- 28.6  KL-P21-18-11 20
PG21  9-16 28.3 11 46 33 28.3-28.6 KL-P21-16-11 20
PG29 18-25 37 11 52 42 37-37.3 KL-P29-25-11 20
PG29 13-20 37 11 52 42 37 - 37.3  KL-P29-20-11 20
PG7  3-65 125 15 36 15/16 125-128 KL-P7-6-15L 50
PG7  2-5 125 15 36  15/16 125-128 KL-P7-5-15L 50
PG9  4-8 152 15 36 19 152- 155  KL-P9-8-15L 50
PG9  2-6 15.2 15 36 19 15.2- 15,5  KL-P9-6-15L 50
PG11 5-10 18.6 15 38 22 18.6- 18.9  KL-P11-10-15L 50
PG11 3-7 18.6 15 38 22 18.6- 18.9 KL-P11-7-15_ 50
PG13.5 6-12 20.4 15 38 24 20.4- 207 KL-P13.5-12-15L 50
PG135 5-9 204 15 38 24 204-207 KL-P13.5-9-15L 50
PG16  10-14 225 15 41 27 22.5-228 KL-P16-14-15L 20
PG16  7-12 22.5 15 41 27 22.5-22.8 KL-P16-12-15L 20
PG21 13-18 28.3 15 46 33 28.3- 28.6  KL-P21-18-15L 20
PG21 9-16 28.3 15 46 33 28.3- 28.6 KL-P21-16-15L 20
PG29 18-25 37 15 52 42 37 - 37.3 KL-P29-25-15L 20
PG29 13-20 37 15 52 42 37 - 37.3  KL-P29-20-15L 20

(1]
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= PROFILE
N\ P Thread XX AG GL H & PanelMounting PatNO Std.Pkg.
B ®D1 mm mm mm mm mm  Hole(mm) Grey pcs
M12X1.5 3-6.5 12 8 36 15 12 - 12.3 KL-M12-6-8 50
M12X1.5 2-5 12 8 36 15 12 - 12.3 KL-M12-5-8 50
M16X1.5 4-8 16 8 36 19 16 - 16.3 KL-M16-8-8 50
, M16X1.5 2-6 16 8 36 19 16 - 16.3 KL-M16-6-8 50
‘-"* = M20X1.5 6-12 20 9 38 24 20 - 20.3 KL-M20-12-9 50
AG M20X1.5 5-9 20 9 38 24 20 - 20.3 KL-M20-9-9 50
\Washer Sealing Thead-Lock M25X1.5 13-18 25 11 41 33 25 - 25.3 KL-M25-18-11 50
(Gasket) Sealing Nut M25X1.5 9-16 25 11 41 33 25 - 25.3 KL-M25-16-11 50
M32X1.5 18-25 32 11 52 42 32 - 32.3 KL-M32-25-11 20
M32X1.5 13-20 32 11 62 42 32 - 32.3 KL-M32-20-11 20
M12X1.5 3-65 12 15 36 15 12 - 12.3 KL-M12-6-15L 50
M12X1.5 2-5 12 15 36 15 12 - 12.3 KL-M12-5-15L 50
M16X1.5 4-8 16 15 36 19 16 - 16.3 KL-M16-8-15L 50
M16X1.5 2-6 16 15 36 19 16 - 16.3 KL-M16-6-15L 50
M20X1.5 6-12 20 15 38 24 20 - 20.3 KL-M20-12-15L 50
M20X1.5 5-9 20 15 38 24 20 - 20.3 KL-M20-9-15L 50
M25X1.5 13-18 25 15 41 33 25 - 25.3 KL-M25-18-15L 50
M25X1.5 9-16 25 15 41 33 25 - 25.3 KL-M25-16-15L 50
M32X1.5 18-25 32 15 52 42 32 - 32.3 KL-M32-25-15L 20
M32X1.5 13-20 32 15 52 42 32 - 32.3 KL-M32-20-15L 20
Color Customization: [ ] RAL9003 ] RAL7035 B RAL7001 B RAL9005 B RAL5012 B RAL3020 B RAL6032 [ ] RAL1026
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Airvent gland
Drip joints

Air vent gland

In order to choose the right ventilation plug unit (pressure balance elements) for a specific application, the working principles of the unit
must be known first.

Ventilation plugs are permeable to "gases and vapours, e.g. air" butimpermeable to "liquids and dust, e.g. water". The permeability
resistance to liquids depends on the pore size and structure of the membrane inside these devices.

To conclude, the ventilation plug can reduce and even fully eliminate the adverse effects of humidity in the environment. Water drops on
the bottom of the enclosure are normal,but the inherent damage becomes insignificant due to the existence of a ventilation plug.

airvent  Thread size  Dimensions(mm) Recom.Hole Protection

gland type Diam(mm) degree
TD TE H D

AVG-M12 M12*1.5 120 100 100 240 12 5 P66

AVG-M16 M16*1.5 160 100 11.0 24.0 16.5 IP66

AVG-M20 M20*1.5 200 100 1.5 240 20.5 P66

AVG-M40 M401.5 400 180 18.0 60.0 405 IP66

AVG-M40 M40*1.5 400 140 125 600 405 IP55

M16 drip joints
Model:DJ-M16

Condensate outlet:

Used to ensure that the condensate is drained from the inside and to

ensure that it is not subject to externalsplashing water (maze)
The required aperture of 16mm (have drillings at bpttom

Dropping amount:

Material: Nylon PA

Color: RAL7035

Protection level: accordingtothe EN60529/09.2000
installation,Protection level is IP55.

Air filter cover

Product characteristics
1.1tis easy to exhaust heat of inside box to outside.

2.1t is easy to install cooling pan inside the box.
3.1tis designed to prevent the penetration of rain.

Model and size

. Processing Ventilation
Article N, A size fan size
BC-V &0 50+ 0.3mm 63-65¢ 60 ¢
BC-V B0 70+ 0.3mm 88-904¢ el g

-

BC-V80
' 5ii||||l l{;;z;;iiilll1

7235

120
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Heater
Thermostats

THG 046 series compact fan heater

Compact fan heater prevents formation of condensation and frost.The integrated high-performance
axial fan provides an evenly distributed interior air temperature in enclosures with electric/electronic

components.
' Heatin Max. Length :
ATENO, Of;{:ggg capacig current (Lg)’ Weight

THGO046400 230VAC,50/60HZ 250W 2.0A 182mm 1.20kg
THG046410 230VAC,50/60HZ 400W 4.0A 222mm 1.40kg
THGO046409 120VAC,50/60HZ 250W 4.0A 182mm 1.20kg
THG046419 120VAC,50/60HZ 400W 2.0A 222mm 1.40kg
THG046401 24VAC 250W 5.0A 182mm 1.20kg
THG046402 48VAC 250W 5.0A 182mm 1.20kg
THG046412 48VAC 400W 5.0A 222mm 1.40kg

TTO 011/TTS 011 series thermostats

TTO 011:Thermostat (normally closed); contact breaker for regulating heaters.
TTS 011: Thermostat (normally open); contact maker for regulating of filter fans and heat exchangers
or for switching signal devices when temperature limit has been exceeded.

Art.No. Art.No. : : : :
Contact breaker(NC) Contact breaker(NO) =Eling tenge Dimensions vetge
TTO011400 TTS011410 0to +60C 60X33X43mm 40.0g
TTO011420 TTS011430 -10to +50C 60X33X43mm 40.0g
TTO011590 TTS011580 +20 to +80°C 60X33X43mm 40.0g
TTO011409 TTS011419 +32t0 +140C 60X33X43mm 40.0g
TTO011429 TTS011439 +1410+122° F 60X33X43mm 40.0g
TTO011469 TTS011479 0to +60TC 60X33X43mm 40.0g

TTO 022/TTS 022 series thermostats

TTO 022:Thermostat (normally closed); contact breaker for regulating heaters.
TTS022: Thermostat (normally open); contact maker for regulating of filter fans and heat exchangers
or for switching signal devices when temperature limit has been exceeded.

Art.No. Art.No. . _ , .
Contactbreaker(NC)  Contactbreaker(NO) ~ ettingrange  Dimensions  Weight
TTO022400 TTS5022410 Oto+60C BOX3I3IX43mm 40.0q
TTOD22420 TTS022430 -10to +50C BOX33X43mm 40.0g
TTO022900 TT5022580 +20to +807TC BOX33X43mm 40.0g
TTOD22409 TTS022419 +32to +1407C BOX33X43mm 40.0g
TTO022429 TT5022439 +14to+122° F BOX33X43mm 40.0g
TTO022469 TTS022479 0to +607C BOX33X43mm 40.0g

TZR 011 series thermostats

Thermostat(contat breaker,normally closed)for regulating heaters.

Thermostat(contat maker,normally open)for regulating filter fans and heat exchangers or switching
signal devices when temperature limit has been exceeded.

Heaters and cooling equipment can be switched independently from each other with a temperature
offset as opposed to the usual change-over contacts.

Art.No. Setting range Setting range . : ;
Contact breaker(NC) Contact bgeakeg:(NC) Contact b?eake?(NO) Dimensions Weight
TZR 011720 0to+ 60T 0to+60T 67X50X46mm 90.0g
TZR 011721 +32 to +140°C +32to +140C 67X50X46mm 90.0g
TZR 011750 -10to +50C -10 to +50C 67X50X46mm 90.0g
TZR 011751 +14to +112C +14to +112°C 67X50X46mm  90.0g
TZR 011760 ODto+60TC Oto+ 60T 67 X50X46mm 90.0g
TZR 011761 +32 to +140°C +32to +140TC 67X50X46mm 90.0g
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Heater

TGK 047 series small semiconductor heater

The heaters are used in enclosures where condensation is to be prevented or the temperature may not
fall below a minimum value.In this way corrosion is avoided and an even temperature is ensured.

Operating Heating Max. Length

Art.No. voltage  capacity current (L) Weight Connection
TGK0O47000 120-240V AC/DC 10W 1.0A 50mm 100g 3X0.5mm* X300mm sheathed cable(silicone)
TGK047010 120-240V AC/DC 20W 2.5A 60mm 200g 3X0.5mm’ X300mm sheathed cable(silicone)
TGK047020 120-240V AC/DC 30W 3.0A 70mm 200g 3X0.5mm*X300mm sheathed cable(silicone)
TGK0470089 110-120V AC/DC 10W 1.0A 50mm 100g IXAWG 20X300mm sheathed cable
TGK047019 110-120V AC/DC 20W 1.5A 70mm 200g 3XAWG 20X300mm sheathed cable
TGK047029 110-120V AC/DC 30W 1.5A 100mm 200g IXAWG 20X300mm sheathed cable

TPC 140 series heater

These heaters are used in enclosures where damage from condensation must be prevented,or where
the temperature may not fall below a minimum value.The aluminium profile heater body design has a
chimney effect and distributes the heat evenly.The heaters are designed for permanent
operation.Pressure clamp connectors save time and simplify installation.

' Heatin Max. Length :
Art.No. ij;:ggg capacit%f current (Lg} Siaigiit
TPC140015 110-250VAC orDC 15W 1.0A 65mm 200g
TPC140030 110-250V AC or DC 30W 1.2A 65mm 200g
TPC140045 110-250V AC or DC 45W 1.5A 65mm 200g
TPC140060 110-250V AC or DC 60W 2.0A 140mm 350g
TPC140075 110-250V AC or DC 75W 2.5A 140mm 3509
TPC140100 110-250V AC or DC 100W 3.0A 140mm 350g
TPC140150 110-250V AC or DC 150W 7.5A 220mm 600g

THC 040 series fan heater

Compact fan heater prevents formation of condensation.The integrated hige performance axial fan
provides forced air circulation and so guarantees an even temperature in enclosures with internal
terminal connector.

Operating Heating Max.

Art.No. voltage capacity current Dimensions  Weight
THC040150 230V/Hz 150W 1.5A 108X116X127mm  0.60kg
THC040200 230V/Hz 200W 2.0A 108X116X127mm  0.60kg
THC040250 230V/Hz 250W 3.0A 108X116X127mm  0.60kg
THC040300 230V/Hz 300W 3.0A 108X116X127mm  0.60kg
THC040400 230V/Hz 400W 4.0A 108X116X127mm  0.60kg
THC040650 230V/Hz 650W 7.0A 108X116X132mm  0.60kg
THC050800 230V/Hz 800W 8.0A 132X168X146mm 1.50kg
THC050100 230V/Hz 1000W 9.0A 132X168X146mm  1.50kg
THC050120 230V/Hz 1200W 12.0A 132X168X146mm 1.50kg
THC050150 230V/Hz 1500W 13.0A 132X168X146mm  1.50kg

TSL 080 series compact high-performance fan heater

Fan heater prevents formation of condensation and provides an evenly distributed interior air temperature
in enclosures with electric/electronic components.The heateris connected using the internal connectors.

The small size of the TSL 080 makes it ideal for use in enclosures where space is at a premium.

‘ Heatin Max. . : :
Art.No. O‘F:IE[‘:';;Q capacit?r AlrEe Tt Dimensions Weight
TSL080010 230V 50/60Hz 150W 1.5A 130X104X98mm 0.60kg
TSLO80020 230V 50/60Hz 200W 2.0A 130X104X98mm 0.60kg
TSLO80030 230V 50/60Hz 250W 3.0A 130X104X98mm 0.60kg
TSL080040 230V 50/60Hz 300W 3.0A 130X104X98mm 0.60kg
TSL080050 230V 50/60Hz 400W 4.0A 130X104X98mm 0.60kg
TSL080060 230V 50/60Hz 500W 7.0A 130X104X98mm 0.60kg
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Aluminum terminal block enclosure




Aluminum enclosure

LV Aluminum boxes are suitable for installation,circuit breaking,connection and control of electric and electronic equipments,and find their main
application in industrial,automotive,railways,navy,tunnels,parkings,industrial buildings fields ensuring a high mechanical and vibrationresistance
with IP66 protection degree. Standard Supply:Aluminum box PUR seal stainless steel screws,M4 screws

Material:AlSI 12 DIN1725 Standard  Protection Degree:IP66 EN60529 Standard  Resistance to Impact: =7 Joule EN50014 Standard
Temperature Range:-50C to 130°C

Paint Finish:Epoxy polyester powder coating Color:RAL7038

M2

b L
(- )
> Dmoumme PLATED =
E (
64 x 58 x 36 48.5 . 3.4
64 x 98 x 36 LV0906 515 855 21 15 V0906 51 85 4.6 3.0
64 x 150 x 36 LV1506 51.5 1375 21 15 V1506 51 137 4.5 4.5
65 x 115 x 55 LV1106 51 101 40 15 V1106 51 101 4.7 3.2
80 x 175 x 57 LV1708 67.5 1625 42 15 V1708 66 161 5.4 3.5
80 x 250 x 57 LV2508 67.5 2375 42 15 V2508 66 236 3.0 3.0
82x 77x57 LV0807 65 705 42 15 V0807 66.5 71.5 53 35
NEW 82x102x57 LV1008 69 89 4o 15 V1008 71 91 4.7 3.0
82 x 127 x 57 LV1208 76 |15 | 45 | 15 V1208 72 117 4.6 3.0
100 x 100 x 80 V1010 85 85 60 20 V1010 88.5 88.5 4.6 3.2
100 x 160 x 80 |V1610-1 85 145 60 20 V1610-1 84.5 1445 4.6 3.1
100 x 200 x 80 V2010 85 185 60 20 V2010 87 187 4.7 3.0
125 x 125 x 80 LV1212 106 105 60 20 V1212 110.5 110.5 5.5 3.6
120 x 360 x 80 | V3612 91 339 60 20 V3612 105 345 5.6 4.1
125 x 220 x 80 | V2212 109 206 60 20 V2212 112 209 5.2 4.2
140 x 220 x 90 V22142 118 198 70 20 V2214-2 122 102 5.4 4.2
160 x 160 x 90 | V1616-1 141 141 70 20 V1616-1 148.5 148.5 5.5 3.6
160 x 260 x 90 | V2616 144 243 70 20 V2616 147.5 248.5 5.8 4.0
160 x 360 x 90 LV3616 139 339 70 20 V3616 142.5 3425 5.4 4.5
NEW 180 x280x 100 LV2818 160 260 30 70 V2818 167 267 4.0 4.4
230 x 200 x 110 | V2320 180 212 90 20 V2320 183 213 4.4 4.5
230 x 280 x 110 | /2823 211 260 90 20 V2823 213  263.5 7.4 5.3
230 x 330 x 120 | V33231 211 310 95 25 V3323-1 2125 312.5 7.0 5.0
NEW 230x400x110 LV4023 210 381 20 90 V4023 214 384 4.5 3.5
600x 310x 110 LV6031 280 579 90 20 V6031 292 582 9.2 6.0

Al't-:-wahle error: = Tmm

;




Aluminum enclosure

Model:LV0506 Size:64X58X36mm Model:LV0906 Size:98X64X36mm Model:LV1506 Size:150X64X36mm

Model:LV1106 Size:115X65X55mm Model:LV0807 Size:82X77X57mm Model:LVV1008 Size:82X102X57mm

Model:LVV1208 Size:127X82X57mm Model:LV1708 Size:175X80X57mm Model:LV2508 Size:250X80X57mm

Model:LV1010 Size:100X100X80mm Model:LV1610-1  Size:160X100X80mm Model:LV2010 Size:200X100X80mm

C 4

Model:LV1212 Size:125X125X80mm Model:LV3612 Size:360X120X80mm Model:LV2212 Size:220X125X80mm
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Aluminum enclosure

Model:LV2214-2 Size:220X140X90mm Model:LV1616-1 Size:160X160X90mm Model:L\VV2216 Size:260X160X90mm

Model:LV3616 Size:360X160X90mm  Model:L V2818 Size:280X180X100mm Model:LV2320 Size:230X200X110mm

Model:LV2823 Size:280X230X110mm  Model:LV3323-1 Size:330X230X120mm  Model:LV4023 Size:230X400X110mm

Model:LV6031 Size:600X310X110mm

Allowable error: £ Tmm

Accessories

rff.

Model:L1 L1 installation complete Model:L2 L2 installation complete
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Aluminum terminal block enclosure

LV Aluminum boxes are suitable for installation,circuit breaking,connection and control of electric and electronic equipments,and find their main
application in industrial,automotive,railways,navy,tunnels,parkings,industrial buildings fields ensuring a high mechanical and vibration

resistance with IP66 protection degree.

Standard Supply: Aluminum box PUR seal stainless steel screws,M4 screws

Specification: Material:AlS| 12 DIN1725 Standard  Protection Degree:IP66 EN60529 Standard  Temperature Range:-50 to 130
Resistance to Impact: =7 Joule EN50014 Standard Paint Finish:Epoxy polyester powder coating Color:RAL7038

36
| E N Q FI% ]
I 68 gg
Model:TB-4P 4WAYS Model:TB-6P 6WAY S

31
Model:TB-10P 10WAYS Model:TB-15P 15WAYS
135 181 31
- A flq © : Dkg %ﬁ
95
149 =
159 205
Model:TB-15P-S 15WAYS Model: TB-20P-S 20WAYS

25 200 25

Model:TB-15P-M 15WAYS Model:TB-20P-M 20WAY S
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Aluminum terminal block enclosure

LV-20P

LV-4P,LV-6P,LV-10P,LV-15P,LV-20P

Product Size(mm)
model W x HxD W1 W2 H1 H2 D1 D2 WAYS

LV-4P 82 X 77 X 57T mm 77 64 82 53 42 15 4WAYS
LV-6P 102 X 82 X 57 mm g2 51 102 89 42 15 B6WAYS

LV-10P 127 X 80 X 57 mm 82 52 127 115 42 15 10WAYS
LV-15P 175X 80 X 57 mm 80 67.5175 145 42 15 15WAYS

LV-20P 220X 125X 80 mm

118 83 222 204 61 20 20WAYS

LV-30P-S LV-40P-S

LV-20P-51

LV-20P-S,LV-20P-S1,LV-30P-S,LV-40P-S

Product Size(mm)
model Wx HxD W1 W2 H1 H2 D1 D2 WAYS
LV-20P-S 125X 125 X80mm 125 83 125 106 62 20 4WAYS

LV-20P-S1 160 X 160 X 90 mm 162 143 162 111 72 20 B6WAYS
LV-30P-5
LV-40P-S

220X 125 X 80 mm 118 83 222 204 61 20 10WAYS
260 X 160 X 90 mm 163 110 264 243 71 20 15WAYS

)
P

=

I '| M

LV-15P-M,LV-20P-M

Product Size(mm)
model W x H x D W1 W2 H1 H2 D1 D2 WAYS

100 67 160 145 60 20 15WAYS
118 83 222 204 61 20 20WAYS

LV-15P-M 160 X100 X 80 mm
LV-20P-M 220 X125 X 80 mm

LV-20P-M
LV-15P-M :
=
LV-30P-M,LV-40P-M,LV-45P-M
Product Size(mm)
! vl i W1 W2 H1 H2 D1 D2 WAYS
LV-30P-M 230X 200 X 110 mm 200 180 230 181 90 20 30WAYS
LV-40P-M 260X 160X 90 mm 163 110 264 243 71 20 40WAYS
LV-45P-M  230X200X 110mm 200 180 230 181 90 20 45WAYS
=5 1
®@ ©000@ © ki
o [ R AT SREIRR) ¢ (&
LV-40P-M VRIS sk A <
| - - =
LV-30P-M i ‘%’{: ¢ i
Ot A AR R IR ¢ Ll
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Aluminum terminal block enclosure

LPV/LPN series aluminum terminal block enclosure

The LPV /LPN series aliminium terminal block enclosure is aluminum alloy, and the side panel material is corrosive engineering plastic,
which has thecharacteristics of corrosion resistance and high strength.

Can be used with button products, used in petroleum, chemical, metallurgical and other high dust, weak acid alkali corrosion occasions.
It can also be used as a control box for industries such as power transmission and distribution lighting.

The defaultis 16-22MM aperture, single or porous. The aperture and number of holes can be customized according to customer needs.
Side panel types are available with and without lugs.

The aluminum shape is (width) 45" (height) 45, and the length and aperture are available.

Install the effect

45 installation

70

Hole size Hole no. With ear Size of box No ear Size of box
16mm 1 LPV-Q1-16 90.5 X45X50mm LPN-Q1-16 67X45X45mm
16mm 2 LPV-Q2-16 123.5X45X50mm LPN-Q2-16 100X45X45mm
16mm 3 LPV-Q3-16 156.5X45X50mm LPN-Q3-16 133X45X45mm
16mm 4 LPV-Q4-16 189.5X45X50mm LPN-Q4-16 166X45X45mm
16mm 5 LPV-Q5-16 222.5X45X50mm LPN-Q5-16 199X45X45mm
19mm 1 LPV-Q1-19 90.5 X45X50mm LPN-Q1-19 87 X45X45mm
19mm 2 LPV-Q2-19 123.5X45X50mm LPN-Q2-19 100X45X45mm
19mm 3 LPV-Q3-19 156.5X45X50mm LPN-Q3-19 133X45X45mm
19mm 4 LPV-Q4-19 189.5X45X50mm LPN-Q4-19 166X45X45mm
19mm 5 LPV-Q5-19 222.5X45X50mm LPN-Q5-19 199X45X45mm
22mm 1 LPV-Q1-22 90.5 X45X50mm LPN-Q1-22 67X45X45mm
22mm 2 LPV-Q2-22 123.5X45X50mm LPN-Q2-22 100X45X45mm
22mm 3 LPV-Q3-22 156.5X45X50mm LPN-Q3-22 133X45X45mm
22mm 4 LPV-Q4-22 189.5X45X50mm LPN-Q4-22 166X45X45mm
22mm 5 LPV-Q5-22 222 .5X45X50mm LPN-Q5-22 199X45X45mm

Model; WLO0O2

TIBOX
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Aluminum terminal block enclosure

Model:LPV-Q1 Box size:90.5X45X50mm

90.5
20 50.5
80

25

h

Allowable error: £ 1mm

Model:LPV-Q2 Box size:123.5X45X50mm

45

u__-_. ._._uﬂ'rﬁ

Allowable error: £ Tmm

Model:LPV-Q3 Box size:156.5X45X50mm

156.5
20 116.5

45

— —I.5

Allowable error: = 1mm

Model:LPV-Q4 Box size:189.5X45X50mm

45

Allowable errar: = Tmm

Model:LPV-Q5 Box size:222.5X45X50mm

45

Allowable error: = Tmm
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Solar PV combiner box
Charge spots




Customized processing serrice forenclosure

We can provide customized processing services, such as hole drilling, screen printing, accessory assembly. Equipped with CNC
machining center, TRADE MAX pneumatic tapping machine

Opening service

Opening device for plastic box Opening device for steel box/aluminum box

Laser marking/Silk service Test equipment Assembly Line




Low voltage complete electrical switchgear

Electrical assembly service
TIBOX can provide electrical assembly services, including electrical control boxes, junction boxes, terminal box, socket box, switch box,
power box

*J

project case 1 - electric cabinet project case 3 - control box

project case 4 - vcs disconnecting switch box

project case 6 - aluminum box project case 7 - terminal box
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Low voltage complete electrical switchgear

project case 8 - high protective button box project case 9 - plastic button box

- ) fe
I';HI!I‘.F i '
i |
“. £
<

project case 12 - plastic socket box project case 13 - electrical box for machine

T

"

project case 14 - control electical box project case 15 - disconnecting switch

[k




Solar PV combiner box
TBAC series AC charge spots

SolarPVcombiner box

CJQ
Snlarsev:res Eattery; S1+ 1FU 5 I
Solar sevies battery 2+ | S2+ 5 |
2FU
4
Suiarsevies battery 15+| S15+ '!EFU 5 i
Solar sevies battery 16+| S16+ 5 I
16FU s i
DC output(+)
o Y
&1
, 17EU DC output(-)
gﬂ:ar sev!es I;att:ery ; S51- ; i
olar sevies battery 2- | §2-
18FU
Solar sevies battery 15- | S15- 35FU
Solar sevies battery 16- | S16-
A B=2
36FU

Photovoltaic combiner box is used to collect outgoing direct current of photovoltaic array . The user connect several same solar battery in
series , form a photovoltaic array , then connect many PV arrays in parallel into combiner box . it works with controller , DC distribution cabinet
solar inverter , AC distribution cabinet as a complete solar generation system .

PV arrays input number:2,4,6,8,10,12, 16 . Other numbers are required under request . Maximum current per string:<=20A
Power supply:220V AC or 300-1000V DC self power supply(selectable) Environment temp:-40°C~+85°C (-40°F-185°F)

Input voltage range:200-900V DC Protection degree:IP65

Material of enclosure:Plastic , polyester, sheet steel , stainless steel for option Output terminal type:PG21

i 5 8 & 8 % W0 L BN N ]
---l--].. 1 .|1‘l'- -.....-l.j - »

| |

TBAC series AC charge spots

TBAC series AC charge spots supply AC power to the electric passenger vehicles with on-board charger,
the system is simple and easy to be installed , always installed in the electric vehicle charging station ,
public parking area, parking area in residential quarters , large commercial parking area .

Model TBAC-TW-S-21KVA-3810 | TBAC-TW-S-42KVA-3800| Man-machine interactive interface
| = The monochrome screen: 5" LED light: Support
Input-output characteristics Keyboard: 16" touch keyboard
' _ _ Card reader: Non-contact card reader
Voltage (Vac) 380V (three phase five wire) APP operation:  Support
Current (A) 32 63 Charge configuration and Administer
| _ 1 Standard
Capacity (KVA) 21 42 Charge socket or plug: 1

Charging cable length(m): 3

Frequency (Hz .
-. 8 y(H=z) i Administer Standard of charge:
Audio noise <55 GB/T18487.1-2015,
r : GB/T20234.1-2015, GB/T20234.2-2015,
Protective characteristics NB/T33002-2010, NB/T33008.2-2013
Short-circuit Working parameter
| protection Unrecoverable ( need manual recovery ) Workifig temperatire (CJ: <20~+50
Overvoltage Storage temperature (C): -40~+80
protection No output after protection , recover automatically Relative humidity: =95%
Low-voltage N . - t o Atmospheric pressure(kPa): 70~106
: o output after protection , recover automatica )
protection P g y Mechanical parameter
Leakage Dimension (mm) (wall mounted type):1685x346x526

; Unrecoverable ( need manual recover
protection ( V) Weight (kg): <50 Protection degree: IP54
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